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CHAPTER 2G. PREFERENTIAL AND MANAGED LANE SIGNS

Section 2G.01 Scope
Support:

o1 Preferential lanes are lanes designated for special traffic uses such as high-occupancy vehicles (HOVSs), light
rail, buses, taxis, or bicycles. Preferential lane treatments might be as simple as restricting a turning lane to a
certain class of vehicles during peak periods, or as sophisticated as providing a separate roadway system within a
highway corridor for certain vehicles.

o2 Preferential lanes might be barrier-separated (on a separate alignment or physically separated from the other
travel lanes by a barrier or median), buffer-separated (separated from the adjacent general-purpose lanes only by
a narrow buffer area created with longitudinal pavement markings), or contiguous (separated from the adjacent
general-purpose lanes only by a lane line). Preferential lanes might allow continuous access with the adjacent
general-purpose lanes or restrict access only to designated locations. Preferential lanes might be operated in a
constant direction or operated as reversible lanes. Some reversible preferential lanes on a divided highway might
be operated counter-flow to the direction of traffic on the immediately adjacent general-purpose lanes.

oz Preferential lanes might be operated on a 24-hour basis, for extended periods of the day, during peak travel
periods only, during special events, or during other activities.

o4 Open-road tolling lanes and toll plaza lanes that segregate traffic based on payment method are not
considered preferential lanes. Chapter 2F contains information regarding signing of open-road tolling lanes and
toll plaza lanes.

os Managed lanes typically restrict access with the adjacent general-purpose lanes to designated locations only.

os Under certain operational strategies, such as the occupancy requirement of an HOV lane changing in response
to actual congestion levels, a managed lane is a special type of preferential lane (see Sections 2G.03 through
2G.07).

o7 A managed lane operated on a real-time basis in response to changing conditions might be operated as an
HOV lane for a period of time as needed to manage congestion levels.

08 Sections 2G.16 through 2G.18 contain additional information regarding signs for managed lanes that use
tolling or pricing as a management strategy.

09 Section 9B.04 contains information regarding Preferential Lane signs for bike lanes.

Section 2G.02 Sizes of Preferential and Managed Lane Signs
Standard:
01 Except as provided in Section 2A.11, the sizes of preferential and managed lane signs that have
standardized designs shall be as shown in Table 2G-1.
Support:
02 Section 2A.11 contains information regarding the applicability of the various columns in Table 2G-1.
Option:
03 Signs larger than those shown in Table 2G-1 may be used (see Section 2A.11).

Section 2G.03 Regulatory Signs for Preferential Lanes — General
Standard:

01 When a preferential lane is established, the Preferential Lane regulatory signs (see Figure 2G-1) and
pavement markings (see Chapter 3D) for these lanes shall be used to advise road users.
Support:

o2 Preferential Lane (R3-10-series-R3-11 series through R3-15 series, R82B(CA) through R88(CA), R91(CA) series
through R94(CA), SR50(CA) series and the SR60(CA) series) regulatory signs consist of several different general types
of regulatory signs as follows (see Figure 2G-1 and Figure 2G-1(CA)):

A. Vehicle Occupancy Definition signs define the vehicle occupancy requirements applicable to an HOV lane

(such as “2 OR MORE PERSONS PER VEHICLE") or types of vehicles not meeting the minimum
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occupancy requirement (such as motorcycles or ILEVS) that are allowed to use an HOV lane (see Section
2G.04).

B. Periods of Operation signs notify road users of the days and hours during which the preferential restrictions

are in effect (see Section 2G.05).

C. Preferential Lane Advance signs notify road users that a preferential lane restriction begins ahead (see

Section 2G.06).
D. Preferential Lane Ends signs notify users of the termination point of the preferential lane restrictions (see
Section 2G.07).
Standard:

oz Regulatory signs applicable only to a preferential lane shall be distinguished from regulatory signs
applicable to general-purpose lanes by the inclusion of the applicable symbol(s) and/or word(s) (see Figure
2G-1 and Figure 2G-1(CA)).

Support:

o4 The symbol and word message displayed on a particular Preferential Lane regulatory sign will vary based on
the specific type of allowed traffic and on other related operational constraints that have been established for a
particular lane, such as an HOV lane, a bus lane, or a taxi lane.

Option:

0s Changeable message signs may supplement, substitute for, or be incorporated into static Preferential Lane
regulatory signs where travel conditions change or where multiple types of operational strategies (such as
variable occupancy requirements or vehicle types) are used and varied throughout the day or week, or on a real-
time basis, to manage the use of, control of, or access to preferential lanes.

Support:

os Figure 2G-1 illustrates examples of changeable messages incorporated into static Preferential Lane regulatory
signs.
Standard:

oz When changeable message signs (see Chapter 2L) are used as regulatory signs for preferential lanes,
they shall be the required sign size and shall display the required letter height and legend format that
corresponds to the type of roadway facility and design speed.

Guidance:

os When Preferential Lane regulatory signs are used on conventional roads, the decision regarding whether to
use a post-mounted or overhead version of a particular type of sign should be based on an engineering study that
considers the available space, the existing signs for the adjacent general-purpose traffic lanes, roadway and
traffic characteristics, the proximity to existing overhead signs, the ability to install overhead signs, and any
other unique local factors.

o9 If overhead regulatory signs applicable only to a preferential lane are located in approximately the same
longitudinal position along the highway as overhead signs applicable only to the general-purpose lanes, the signs
for the preferential lane should be separated laterally from the signs for the general-purpose lanes to the
maximum extent practical to minimize conflicting information, while maintaining their visual relationship to the
lanes below necessitated by specific legend or arrows indicating lane assignment.

Standard:

10 If used, overhead Preferential Lane (R3-13-series; R3-14 series, and R3-15 series, and R87(CA) series)
regulatory signs shall be installed on the side of the roadway where the entrance to the preferential lane is
located and any appropriate adjustments shall be made to the sign message.

Option:

11 Where a median of sufficient width is available, the R3-13-series-and R3-15 series signs may be post-
mounted.
Support:

12 The sizes for Preferential Lane regulatory signs will differ to reflect the design speeds for each type of
roadway facility. Table 2G-1 provides sizes for each type of roadway facility.
Guidance:

13 The edges of Preferential Lane regulatory signs that are post-mounted on a median barrier should not
project beyond the outer edges of the barrier, including in areas where lateral clearance is limited.
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Option:

14 Where lateral clearance is limited, Preferential Lane regulatory signs that are post-mounted on a median
barrier and that are 72 inches or less in width may be skewed up to 45 degrees in order to fit within the barrier
width or may be mounted higher, such that the vertical clearance to the bottom of the sign, light fixture, or
structural support, whichever is lowest, is not less than 14 feet above any portion of the pavement and shoulders.
Standard:

15 Where lateral clearance is limited, Preferential Lane regulatory signs that are post-mounted on a
median barrier and that are wider than 72 inches shall be mounted with a vertical clearance that complies
with the provisions of Section 2A.18 for overhead mounting.

Guidance:

16 On conventional roadways, Preferential Lane regulatory sign spacing should be determined by engineering
judgment based on speed, block length, distances from adjacent intersections, and other site-specific
considerations.

Support:

17 Sections 2G.04 and 2G.05 contain provisions regarding the placement of Preferential Lane regulatory signs
on freeways and expressways.
Standard:

18 The signs illustrated in Figure 2G-1 and Figure 2G-1(CA) that incorporate the diamond symbol shall be
used exclusively with preferential lanes for high-occupancy vehicles to indicate the particular occupancy
requirement and time restrictions applying to that lane. The signs illustrated in Figure 2G-1 that do not
have a diamond symbol shall be used with preferential lanes that are not HOV lanes, but are designated
for use by other types of vehicles (such as bus and/or taxi use).

Option:

19 Agencies may select from either the HOV abbreviation or the diamond symbol, or use both, to reference the
HOV lane designation.

Standard:

20 When the diamond symbol (or HOV abbreviation) is used without text on the post-mounted
Preferential Lane (R3-10-series;-R3-11-seriesand R3-12 series, R93-2(CA), and SR50-2(CA)) regulatory signs,
it shall be centered on the top line of the sign. When the diamond symbol (or HOV abbreviation) is used
with associated text on the post-mounted Preferential Lane (R3-10-seriesR3-11-series;and R3-11a, R3-12
series, R82-1(CA), R84-2(CA), R86(CA) series, R83(CA), and R91(CA) series) regulatory signs, it shall appear to
the left of the associated text. When the diamond symbol is used on the overhead Preferential Lane (R3-13;
R3-13a, R3-14, and R3-14a, and R87(CA) series) regulatory signs, it shall appear in the top left quadrant-
The diamond symbol for the R3-15, R3-15a, R3-15b, and R3-15c, and SR50-1(CA) signs shall appear on the
left side of the sign. The diamond symbol shall not be used on the bus, taxi, or bicycle Preferential Lane
signs.

21 Vehicle Occupancy Definition, Periods of Operation, and Preferential Lane Advance regulatory signs
for HOV lanes shall display the minimum allowable vehicle occupancy requirement established for each
HOV lane, displayed immediately after the word message HOV or the diamond symbol.

Support:

22 The agencies that own and operate HOV lanes have the authority and responsibility to determine how they
are operated and the minimum occupancy requirements. Information about federal requirements for certain types
of vehicles not meeting the minimum occupancy requirement to be eligible to use HOV lanes that receive
Federal-aid program funding and about requirements associated with proposed significant changes to the
operation of an existing HOV lane and certain vehicles are contained in the “Federal-Aid Highway Program
Guidance on High Occupancy Vehicle (HOV) Lanes” (see Section 1A.11).

Standard:

23 The provisions of Sections 2G.03 through 2G.07 regarding regulatory signs for Preferential lanes shall
apply to managed lanes operated at all times or at certain times by varying vehicle occupancy
requirements (HOV) or by using vehicle type restrictions as a congestion management strategy. Such
managed lanes shall use changeable message signs or changeable message elements within static signs to
display the appropriate regulatory sign messages only when they are in effect.
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24 When certain types of vehicles (such as trucks) are prohibited from using a managed lane or when a
managed lane is restricted to use by only certain types of vehicles during certain operational strategies,
regulatory signs or regulatory panels within the appropriate guide signs that include changeable message
elements shall be used to display the open/closed status of the managed lane for such vehicle types.

25 When the vehicle occupancy required for use of an HOV lane is varied as a part of a managed lane
operational strategy, regulatory signs that include changeable message elements shall be used to display
the required vehicle occupancy in effect.

Support:

26 See Section 2G.17 for regulatory signs for managed lanes that use tolling or pricing as a congestion
management strategy, either exclusively or with other management strategies.

27 Figures 2G-2 and 2G-3 illustrate the use of regulatory signs for the beginning, along the length, and at the end
of contiguous or buffer-separated preferential lanes that provide continuous access with the adjacent general-
purpose lanes.

Support: |

For State highways, see Department of Transportation’s High Occupancy Vehicle (HOV) Guidelines. See Section 1A.11 for
information regarding this publication.

Refer to CVC 21655.5 for Exclusive- or Preferential-Use Lanes for High Occupancy Vehicles.

Refer to Figure 2G-1(CA) for Preferential Lane Regulatory Signs and Plaques.

Section 2G.04 Preferential Lane Vehicle Occupancy Definition Regulatory Signs (R3-10 Series and
R3-13 Series)
Standard:
o1 The R3-10;-R3-13;-and-R3-13a R93-2(CA) Vehicle Occupancy Definition signs (see Figure-26-1 Figure
2G-1(CA)) shall be used where agencies determine that it is appropriate to provide a sign that defines the
minimum occupancy of vehicles that are allowed to use an HOV lane.

Guidance:

The VEHICLES WITH DMV CLEAN AIR DECAL OK (R93A(CA)) sign should be used when it is permissible for a properly
labeled and certified low- or zero- emission vehicle, regardless of the number of occupants, to use an HOV lane. Refer to
CVC 21655.9.

The R93A(CA) should be used in advance of and at intervals along the HOV lane based on engineering judgment.
Standard:

When used, the R93A(CA) sign shall be placed below the R93-2(CA) sign.

Option:

The AUTOS/PICKUPS 2 SEATERS WITH 2 PERSONS OK (R91B(CA)) sign may be placed below the R93-2(CA) sign for
preferential lane facilities that require 3 or more persons per vehicle but can also be utilized by vehicles designed by the
manufacturer to be occupied by no more than 2 persons. Refer to Streets & Highways Code, Section 30101.8.

Guidance:

o4 The legend format of the R3-18-ard-R3-13-signs R93-2(CA) sign should have the following sequence: |

A. Top Line: “HOV 2+ ONLY”* (or 3+ or 4+ if appropriate)

B. Bottom Lines: “2 OR MORE PERSONS PER VEHICLE™ (or 3 or 4 if appropriate)

os The legend format of the R3-13a sign should have the following sequence:

A. Top Line: “HOV 2+ ONLY” (or 3+ or 4+ if appropriate)
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B. Middle Lines: “2 OR MORE PERSONS PER VEHICLE” (or 3 or 4 if appropriate)

C. Bottom Lines: Times and days the occupancy restriction is in effect
Support:

os Section 2G.17 contains information regarding the legends of Vehicle Occupancy Definition signs for a priced
managed lane that has an occupancy requirement for non-toll travel.
Standard:

A Vehicle Occupancy Definition (R93-2(CA)) sign shall be installed at least 1/4 mile in advance of the beginning of
or initial entry point to an HOV lane.

Standard:

o9 For barrier-separated and buffer-separated or contiguous HOV lanes where access is restricted to
designated locations, the sequence of a post-mounted Periods of Operation (R3-11a or R86(CA) series) sign
followed by a post-mounted Vehicle Occupancy Definition {R3-18} (R93-2(CA)) sign shall be located at
intervals not greater than 1/2 mile along the length of the access-restricted HOV lane, at designated gaps

where vehicles are allowed to legally access the HOV lane, and-within-designated-enforcement-areas-as

defined-by the-operating-ageney-—and downstream of direct access ramps.
10 For buffer-separated-or contiguous HOV lanes where continuous access with the adjacent general-

purpose lanes is provided, the sequence of a post-mounted Periods of Operation (R3-11a or R86(CA) series)
sign followed by a post-mounted Vehicle Occupancy Definition {R3-18} (R93-2(CA)) sigh-and-H-EV{(R3-
10a)sighs-H-apprepriate; shall be located at intervals not greater than 1/2 mile along the length of the HOV
lane.

Guidance:

11 The signs within each Preferential Lane regulatory sign sequence should be separated by a minimum
distance of 800 feet and a maximum distance of 1,000 feet.
Standard:

12 For all types of direct access ramps that provide access to or lead to HOV lanes, a post-mounted
Vehicle Occupancy Definition {R3-16} (R93-2(CA) sign;-and-an-H-EV(R3-10a)sign-if appropriate; shall be
used at the beginning or initial entry point for the direct access ramp.

Option:

The (HOV) NO TRUCKS OVER 5 TONS OR VEHICLES WITH TRAILERS (R91-2(CA)) sign may be placed adjacent to the
HOV lane, as needed, where incidences of trucks or vehicles with trailers in the HOV lanes have commonly occurred and on
surface streets approaching direct access ramps that provide access to or lead to HOV lanes.

Section 2G.05 Preferential Lane Periods of Operation Requlatory Signs (R3-11 Series and R3-14

Series)

Guidance:

o1 The sizes of post-mounted Periods of Operation (R3-11 series, R86(CA) series, and SR60-3(CA) through SR60-
7(CA)) signs should remain consistent to accommodate any manual addition or removal of a single line of text for
each sign.

Support:

02 Consistent sign sizes are beneficial for agencies when ordering sign materials, as well as when making text

changes to eX|st|ng signs if changes occur to operatlng times or occupancy restrictions |n the future Fepex&mple
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Standard:
0z When used, the post-mounted Periods of Operation (R3-11 series, R86(CA) series, and SR60-3(CA) through
SR60-7(CA)) signs shall be located adjacent to the preferential lane, and the overhead Periods of Operation
(R3-14 series, R3-14c, R87-3(CA), SR60-8(CA) and SR60-9(CA)) signs shall be mounted directly over the lane.
o4 The legend format of the post-mounted Periods of Operation (R3-11 series, R86(CA) series, and SR60-
3(CA) through SR60-7(CA)) signs shall have the following sequence:
A. Top Lines: Lanes applicable, such as “RIGHT LANE” or “2 RIGHT LANES” or “THIS LANE”
B. Middle Lines: Eligible uses, such as “HOV 2+ ONLY” (or 3+ or 4+ if appropriate) or “BUSES
ONLY™ or other applicable uses or eligible turning movements
C. Bottom Lines: Applicable times and days, such as “7 AM -9 AM” or “6:30 AM - 9:30 AM, MON-
FRI” or “24 HOURS”.
os The legend format of the overhead Periods of Operation (R3-14 series and R87-3(CA)) signs shall have
the following sequence:
A. Top Line: Eligible uses, such as ""HOV 2+ ONLY" (or 3+ or 4+ if appropriate) or "BUSES ONLY" or
other applicable uses or eligible turning movements
B. Bottom Lines: Applicable times and days, with the time and day placed above the down arrow, such
as"7 AM -9 AM" or "6:30 AM - 9:30 AM, MON-FRI". (When the operating periods exceed the
available line width, the hours and days of the week shall be stacked as shown for the R3-14a sign in

The R3-11a, R3-14, R3-14a, R3-14c, R86-3(CA), R87-3(CA), and SR60-3(CA) signs shall be used for preferential
lanes that are in effect on a part-time basis.

The R3-14c, R86-4(CA) and SR60-4(CA) through SR60-6(CA) signs shall be used for preferential lanes that are in
effect on a full-time basis and shall not be used where the preferential lane is in effect only a part-time basis.
Option:
os Where additional movements are permitted from a preferential lane on an approach to an intersection, the
format and words used in the legend in the middle lines on the post-mounted Periods of Operation (R3-11 series
and R86(CA) series) signs and on the top line of the overhead Periods of Operation (R3-14 series and R87-3(CA))
signs may be modified to accommodate the permitted movements (such as "HOV 2+ AND RIGHT TURNS
ONLY™).

The Mandatory/Optional HOV Movement Lane Control (R94(CA)) sign may be installed on local streets when one of the
mandatory turn lanes (left or right) is designated as a HOV only lane.

u For all barrier- or buffer-separated or contiguous preferential lanes where access is restricted to
designated locations, an overhead Periods of Operation (R3-14 series, R87-3(CA), SR60-8(CA) or SR60-9(CA))
sign shall be used at the beginning or initial entry point, and at any intermediate entry points or gaps in the
barrier where vehicles are allowed to legally access the access-restricted preferential lanes. For all barrier-
separated and buffer-separated preferential lanes, post-mounted Periods of Operation (R3-11 series,
R86(CA) series and SR60-3(CA) through SR60-7(CA)) signs shall be used only as a supplement to the overhead
signs at the beginning or initial entry point, or at any intermediate entry points or gaps in the barrier or
buffer.
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12 For buffer-separated-or contiguous preferential lanes where continuous access with the adjacent
general-purpose lanes is provided, including those where a preferential lane is added to the roadway (see
Figure 2G-2 for HOV lanes) and those where a general-purpose lane transitions into a preferential lane
(see Figure 2G-3 for HOV lanes), an overhead Periods of Operation (R3-14 series or R87-3(CA)) sign shall be
used at the beginning or initial entry point of the preferential lane.

Option:

13 Overhead (R3-14 series, R87-3(CA), SR60-8(CA) and SR60-9(CA)) or post-mounted (R3-11 series, R86(CA) series
and SR60-3(CA) through SR60-7(CA)) Periods of Operation signs sheuld may be installed at periodic intervals along
the length of a contiguous er-buffer-separated preferential lane where continuous access with the adjacent
general-purpose lanes is provided.

Option:

12 Additional overhead (R3-14 series, R87-3(CA), SR60-8(CA) and SR60-9(CA)) or post-mounted (R3-11 series,
R86(CA) series and SR60-3(CA) through SR60-7(CA)) Periods of Operation signs may be provided along the length of
any type of preferential lane.

15 On conventional roads, the overhead Periods of Operation (R3-14 series, R87-3(CA), SR60-8(CA) and SR60-
9(CA)) signs may be installed at the beginning or entry points and/or at intermediate points along preferential
lanes in any geometric configuration.

Standard:

For all types of direct access ramps that provide access to or lead to preferential lanes, an R87-4(CA) or R87-5(CA)
sign, as appropriate, shall be mounted overhead at the beginning or initial entry point of the direct access ramp.
Option:

1s Lane-use control signals (see Chapter 4M) may be used at access points to preferential lanes to indicate that a
ramp or access roadway leading to the preferential lane or facility, or one or more specific lanes of the facility,

are open or closed (see Figure 2G-14).

Section 2G.06 Preferential Lane Advance Regulatory Signs (R3-12, R3-12e, R3-12f, R3-15, R3-15a,
and R3-15d)
Standard:

o1 The Preferential Lane Advance (R3-12; R82-1(CA), R3-12f, R3-15, and R3-15d and SR60-1(CA)) signs
should shall be used for advance notification of a barrier-separated, buffer-separated, or contiguous
preferential lane that is added to the general-purpose lanes (see Figure 2G-12).

o2 The Preferential Lane Advance (R3-12e and R3-15a) signs sheuld shall be used for advance
notification of a general-purpose lane that becomes a preferential lane (see Figure 2G-13).

Option:

03 The legends on the R3-12f and R3-15d signs may be modified to suit the type of preferential lane.
Guidance:

04 On conventional roads, for general-purpose lanes that become preferential lanes, a post-mounted (R3-12¢)
or overhead (R3-15a) Preferential Lane Advance sign should be installed in advance of the beginning of or initial
entry point to the preferential lane at a distance determined by engineering judgment based on speed, traffic
characteristics, and other site-specific considerations. The distance selected should provide adequate opportunity
for ineligible vehicles to vacate the lane prior to the beginning of the restriction.
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Option:

os Additional post-mounted or overhead Preferential Lane Advance signs may be placed farther in advance of or
closer to the beginning or initial entry points to a preferential lane.
Standard:

The Specific Hours/Days (R82B(CA)) Plaque shall be used to designate the periods of operation for preferential
lanes that operate on a part-time basis.
Guidance:

The R82B(CA) plaque, when used, should be placed below the R3-12, R3-12e, R3-12f, SR60-1(CA), and SR60-2(CA)
signs.

Section 2G.07 Preferential Lane Ends Regulatory Signs (R3-12a, R3-12b, R3-12¢, R3-12d, R3-12q,

R3-12h, R3-15b, R3-15¢, and R3-15¢)

Standard:

The R84-2(CA) sign shall be installed at least 1/2 mile in advance of the point where an HOV lane restriction ends
and the lane becomes a general purpose lane.

o1 A post-mounted Preferential Lane Ends {R3-12b-R84-2(CA) or R3-12h) sign shall be installed at least 1/2
mile in advance of the termination of a preferential lane. For an HOV lane, the R84-2(CA) shall be modified by
replacing the term “RESTRICTION” with the term “LANE”.

02 Except as provided in Paragraph 6, a post-mounted Preferential Lane Ends (R3-12a or R3-12g or SR60-
7(CA)) sign shall be installed at the point where a preferential lane and restriction end and traffic must
merge into the general-purpose lanes.

o4 Except as provided in Paragraph 7, a post-mounted Preferential Lane Ends (R3-12c) sign shall be
installed at the point where a preferential lane restriction ends and the lane becomes a general-purpose
lane.
Option:

os The legends on the R3-12g and R3-15e signs may be modified to suit the type of preferential lane.

os An overhead Preferential Lane Ends (R3-15b or R3-15e) sign may be installed instead of or in addition to a
post-mounted R3-12a or R3-12¢ sign at the point where a preferential lane and restriction ends and traffic must
merge into the general-purpose lanes.

o7 An overhead Preferential Lane Ends (R3-15c) sign may be installed instead of or in addition to a post-
mounted R3-12c¢ sign at the point where the preferential lane restriction ends and the lane becomes a general-
purpose lane.

Section 2G.08 Warning Signs on Median Barriers for Preferential Lanes
Option:

o1 When a warning sign applicable only to a preferential lane is installed on a median barrier with limited lateral
clearance to the adjacent travel lanes or shoulders, the warning sign may have a vertical rectangular shape. For a
High Occupancy Vehicle lane, such signs may be used instead of using the HOV Plaque (W16-11P) (see Section
2G.09) with a standard diamond-shaped warning sign.

Standard:

02 When a vertical rectangular-shaped warning sign applicable only to a preferential lane is installed on a
median barrier, the top portion of the sign shall be comprised of a white symbol or legend denoting the
type of preferential lane (such as the diamond symbol for HOV or the legend BUS LANE) on a black
background with a white border, and the bottom portion of the sign shall be comprised of the standard
word message or symbol of the standard warning sign as a black legend on a yellow background with a
black border (see Figure 2G-4).

Guidance:

o3 Where lateral clearance is limited, such as when a post-mounted warning sign applicable only to a
preferential lane is installed on a median barrier, the edges of the sign should not project beyond the outer edges
of the barrier.
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Option:

os Where lateral clearance is limited, warning signs applicable only to a preferential lane that are post-mounted
on a median barrier and that are 72 inches or less in width may be skewed up to 45 degrees in order to fit within
the barrier width or may be mounted higher, such that the vertical clearance to bottom of the sign, light fixture, or
its structural support, whichever is lowest, is not less than 14 feet above any portion of the pavement and
shoulders.

Standard:

os Where lateral clearance is limited, Preferential Lane warning signs that are post-mounted on a median
barrier and that that are wider than 72 inches shall be mounted with a vertical clearance that complies
with the provisions of Section 2A.18 for overhead mounting.

Guidance:

The HOV Lane Reduction (W11-1(CA)) sign (see Figure 2G-4(CA)) should be used to warn of a reduction in the number of
HOV lanes.

The HOV Merge (W59-1(CA)) sign (see Figure 2G-4(CA)) should be used in advance of locations where HOV lanes
converge. This includes HOV direct access ramps where high speeds and volumes prevail and merging or weaving must be
accomplished in a relatively short distance.

The HOV THRU TRAFFIC MERGE LEFT (RIGHT) (W74-1(CA)) sign (see Figure 2G-4(CA)) should be used to inform
motorists that the outside or inside lane of an HOV facility with two or more directional HOV lanes is being dropped at the next
exit and through HOV traffic must merge into the adjacent HOV lane. This sign should not be used for a lane reduction.
Option

The HOV Lane Selection SW54(CA) and SW54-1(CA) signs (see Figure 2G-4(CA)) may be used as an advance warning
that motorists will have to choose whether or not to be in an HOV lane. These signs may be used where geometrics make
entrapment likely or where there is a history of vehicles being entrapped in an HOV lane.

Guidance:

The SW54(CA) and SW54-1(CA) signs should not be used at the entrance of an HOV lane.

The SW54C(CA) sign (see Figure 2G-4(CA)) should be used in conjunction with the Lane Selection sign so that motorists
can determine if they are eligible to use the HOV lane.

Section 2G.09 High-Occupancy Vehicle (HOV) Plaque (W16-11P)
Option:

o1 In situations where there is a need to warn drivers in an HOV lane of a specific condition, a HOV (W16-11P)
plague (see Figure 2G-4) may be used above a warning sign. The HOV plaque may be used to differentiate a
warning sign specific for HOV lanes when the sign is also visible to traffic on the adjacent general-purpose
roadway. Among the warning signs that may be possible applications of the HOV plaque are the Advisory Exit
Speed, Added Lane, and Merge signs.

02 The diamond symbol may be used instead of the word message HOV on the W16-11P plaque. When
appropriate, the words LANE or ONLY may be used on this plaque.

Support:

o3 Section 2G.08 contains information regarding warning signs that can be mounted on barriers for HOV or

other types of preferential lanes.

Section 2G.10 Preferential Lane Guide Signs — General
Support:

o1 Preferential lanes are used on freeways, expressways, and conventional roads. Except as otherwise provided,
Sections 2G.10 through 2G.15 apply only to guide signs for preferential lanes on freeways and expressways.
Guidance:

02 On conventional roads, guide signs applicable only to preferential lanes are ordinarily not needed, but if
used they should comply with the provisions for guide signs in Chapter 2D and any principles for Preferential
Lane guide signs in Sections 2G.10 through 2G.15 that engineering judgment finds to be appropriate for the
conditions.
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Support:

o3 Consistency in signs and pavement markings for preferential lanes plays a critical role in building public
awareness, understanding, and acceptance, and makes enforcement more effective.

o4 Additional guidance and standards related to the designation, operational considerations, signs, pavement
markings, and other considerations for preferential lanes is provided in Sections 2G.03 through 2G.07, and
2G.09, and Chapter 3D.

Guidance:

os The appropriate combinations of pavement markings and standard overhead and post-mounted regulatory,
warning, and guide signs for a specific preferential lane application should be selected based on an engineering
study.

os If overhead signs applicable only to a preferential lane are located in approximately the same longitudinal
position along the highway as overhead signs applicable only to the general-purpose lanes, the signs for the
preferential lane should be separated laterally from the signs for the general-purpose lanes to the maximum
extent practical to minimize conflicting information.

o7 The Preferential Lane signs should be designed and located to avoid overloading the road user. Based on the
importance of the sign, regulatory signs should be given priority over guide signs. The order of priority of guide
signs should be Advance Guide, Preferential Lane Entrance Direction, and finally Preferential Lane Exit
Destination supplemental guide signs.

Standard:

o8 Signs applicable only to a preferential lane shall be distinguished from signs applicable to general-
purpose lanes by the inclusion of the applicable symbol(s) and/or word(s).
Support:

09 The symbol and/or word message that appears on a particular guide sign applicable only to a preferential lane
will vary based on the specific type of allowed traffic and on other related operational constraints that have been
established for a particular lane, such as an HOV lane, a bus lane, or a taxi lane.

Standard:

10 For HOV lanes, the diamond symbol shall appear on each Advance Guide sign, Preferential Lane
Entrance Direction sign, and Preferential Lane Entrance Gore sign, as shown in Figures 2G-5 through 2G-
7 for the designated entry and exit points for barrier- and buffer-separated geometric configurations and
direct access ramps to or from such lanes. The diamond symbol shall not be used with preferential lanes
for other types of traffic, such as bus lanes or taxi lanes.

11 Signing for an HOV lane that is managed by means of varying the occupancy requirement in response
to changing conditions shall also comply with these provisions.

12 The diamond symbol shall be displayed in the legend of each Preferential Lane guide sign at the
designated entry and exit points for all types of HOV lanes (including barrier- and buffer-separated,
contiguous, and direct access ramps) in order to alert motorists that there is a minimum allowable vehicle
occupancy requirement for vehicles to use the HOV lanes. Guide signs shall not display the occupancy
requirement for the preferential lane.

13 A combination of guide and regulatory signs shall be used in advance of and at the initial entry point
and all intermediate entry points from general-purpose lanes or facilities to contiguous, barrier-separated,
and buffer-separated preferential lanes where access between the preferential and general-purpose lanes is
restricted to designated locations. The regulatory signs shall comply with the provisions of Sections 2G.03
through 2G.07.

14 Regulatory signs alone shall be used in advance of, at the beginning of, and at periodic intervals along
contiguous or buffer-separated preferential lanes that provide continuous access between the adjacent
general-purpose lanes and the preferential lane (see Figures 2G-12 and 2G-13). The design and placement
of the regulatory signs shall comply with the provisions of Sections 2G.03 through 2G.07.

15 Except as otherwise provided in Sections 2G.10 through 2G.13, guide signs applicable to a preferential
lane with a vehicle occupancy requirement shall be distinguished from those applicable to general-purpose
lanes by displaying the white diamond symbol on a black background at the left-hand edge of these signs.
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Option:

16 When post-mounted guide signs applicable only to a preferential lane are installed on a median barrier with
limited lateral clearance to the adjacent travel lanes or shoulders, the guide signs may have a vertical rectangular
shape.

Standard:

17 When vertical rectangular shaped guide signs applicable only to a preferential lane are installed on a
median barrier, the top portion of the signs shall be comprised of the applicable white symbol or white
word message that identifies the type of preferential lane (such as the diamond symbol for an HOV lane)
on a black background with a white border, and the bottom portion of the sign shall be comprised of the
appropriate guide sign legend on a green background with a white border (see Figures 2G-3, 2G-6, and
2G-7).

Guidance:

18 Where lateral clearance is limited, such as when a post-mounted Preferential Lane guide sign is installed on
a median barrier, the edges of the sign should not project beyond the outer edges of the barrier.

Option:

19 Where lateral clearance is limited, Preferential Lane guide signs that are 72 inches or less in width may be
skewed up to 45 degrees in order to fit within the barrier width or may be mounted higher, such that the vertical
clearance to the bottom of the sign, light fixture, or its structural support, whichever is lowest, is not less than 14
feet above any portion of the pavement and shoulders.

Standard:

20 Where lateral clearance is limited, Preferential Lane guide signs that are post-mounted on a median
barrier and that are wider than 72 inches shall be mounted with a vertical clearance that complies with the
provisions of Section 2A.18 for overhead mounting.

Option:

21 Lane-use control signals (see Chapter 4M) may be used at access points to preferential lanes to indicate that a
ramp or access roadway leading to or from the preferential lane or facility, or one or more specific lanes of the
facility, are open or closed.

22 Changeable message signs may supplement, substitute for, or be incorporated into static guide signs where
travel conditions change or where multiple types of operational strategies (such as variable occupancy
requirements, vehicle types, or pricing policies) are used and varied throughout the day or week to manage the
use of, control of, or access to preferential lanes.

Standard:

23 When changeable message signs (see Chapter 2L) are used as guide signs for preferential lanes, they
shall be the required sign size and shall display the required letter height and legend format that
corresponds to the type of roadway facility and design speed.

24 Advance Guide signs, Preferential Lane Entrance Direction signs, and Preferential Lane Entrance
Gore signs for the initial entry point and intermediate entry points into a preferential lane from the
general-purpose lanes on the same designated route shall not identify the entry point as an exit by using
the word “EXIT” on the sign or on a plaque.

Guidance:

25 Advance Guide signs and Preferential Lane Entrance Direction signs for initial and intermediate entry points
into a preferential lane should use the word “ENTRANCE,” such as “HOV LANE ENTRANCE” (see Figures
2G-5 and 2G-6) to convey the fact that vehicles are not leaving the designated route.

26 Preferential Lane Entrance Gore signs (see Figure 2G-7) at the initial entry point to a preferential lane
should use the word “ENTRANCE.” Preferential Lane Entrance Gore signs at intermediate entry points to a
barrier-separated preferential lane where the sign would be located immediately adjacent to and directly viewed
by traffic in the preferential lane should not use the word “ENTRANCE.”

Standard:

27 When the entry point is on the left-hand side of the general-purpose lanes, a LEFT (E1-5aP) plaque
(see Figure 2E-22) shall be added to the top left edge of the Advance Guide and Preferential Lane Entrance
Direction signs. The LEFT plaque shall not be used on a preferential lane regulatory sign.
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Section 2G.11 Guide Signs for Initial Entry Points to Preferential Lanes
Standard:

entry-point: An Advance Guide and Preferential Lane Entrance Direction sign shall be provided at the initial entry
point to any preferential lane that restricts access with the adjacent general-purpose lanes to designated locations.
The Advance Guide sign shall be located at least 1/2 mile prior to the initial entry point. Advance Guide and
Preferential Lane Entrance Direction signs for such entry points shall not include the word “EXIT” (see
Section 2G.10).

Option:

02 An Advance Guide sign sheuld may also be installed and located approximately 1 mile in advance of the
initial entry point to a preferential lane that restricts access with the adjacent general-purpose lanes to designated
locations.

Option:

oz An Advance Guide sign may also be installed and located approximately 2 miles in advance of the initial
entry point to a preferential lane that restricts access with the adjacent general-purpose lanes to designated
locations.

Standard:

o4 For barrier-separated, buffer-separated, or contiguous preferential lanes where entry is restricted to
only designated points, the Advance Guide and Preferential Lane Entrance Direction signs shall be
mounted overhead.

Option:

os Preferential Lane Exit Destination guide signs, identifying final destination and downstream exit locations
accessible from the preferential lane (see Figures 2G-8, 2G-13, 2G-14, and 2G-16), should may be installed in
advance of the initial entry points to access-restricted preferential lanes (such as barrier- and buffer-separated).
Guidance:

These signs should be located based on the priority of the message, the available space, the existing signs on
adjacent general-purpose traffic lanes, roadway and traffic characteristics, the proximity to existing overhead
signs, the ability to install overhead signs, and other unique local factors.

Standard:

os Advance destination guide signs for preferential lanes shall include an upper section displaying a black
legend that includes the type of preferential lane and the word “EXITS,” such as “HOV EXITS,” on a
white background. For preferential lanes that incorporate a vehicle occupancy requirement, the white
diamond symbol on a black background shall be displayed at the left edge of this upper section (see Figure
2G-8). Advance destination guide signs for preferential lanes shall only list direct exits from the preferential lane to
another highway.

Support:
o7 Figure 2G-8 shows an example of signs for the initial entry point to a preferential lane.

Section 2G.12 Guide Signs for Intermediate Entry Points to Preferential Lanes
Standard:
o1 For barrier-separated, buffer-separated, and contiguous preferential lanes where entry is restricted
only to designated points, an overhead Preferential Lane Entrance Direction sign shall be provided at
intermediate entry points to the preferential lane from the general-purpose lanes.
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Guidance:

oz For barrier- and buffer-separated preferential lanes where intermediate entry from the general-purpose
lanes is provided via a separate lane or ramp (see Figure 2G-9), at least one Advance Guide sign should be
provided in addition to the Preferential Lane Entrance Direction sign.

03 For access-restricted preferential lanes where intermediate entrance and egress are at the same designated
access location, the Preferential Lane Entrance Direction sign should be located between 1/2 and 1/4 of the
length of the designated entry area, as measured from the downstream end of the entry area (see Figure 2G-10).
Standard:

o4 The Advance Guide signs, if used for intermediate entry points to a preferential lane from the general
purpose lanes, shall be overhead.

Option:

os Advance Guide signs may be provided at approximately 1/2 mile, 1 mile, and 2 miles in advance of
intermediate entry points from the general-purpose lanes to a preferential lane.
Standard:

os Advance Guide and Preferential Lane Entrance Direction signs for intermediate entry points shall not
include the word “EXIT” (see Section 2G.10).
Option:

o7 Exit Destination guide signs, identifying the final destination and downstream exit locations accessible from
the preferential lane, should may be installed in advance of intermediate entry points from the general-purpose
lanes to access-restricted preferential lanes.

Support:

os Section 2G.11 contains information on the design and placement of Preferential Lane Exit Destination guide
signs.

o9 Figures 2G-9 and 2G-10 show examples of signs for various geometric configurations of intermediate entry
to a barrier- or buffer-separated preferential lane where access is restricted to designated locations.

Section 2G.13 Guide Signs for Eqgress from Preferential Lanes to General-Purpose Lanes
Standard:

o1 For barrier-separated, buffer-separated, and contiguous preferential lanes where egress is restricted
only to designated points, post-mounted Advance Guide and post-mounted Intermediate Egress Direction
signs (see Figure 2G-11) shall be installed in the median or on median barriers that separate two directions
of traffic prior to and at the intermediate exit points from the preferential lanes to the general-purpose
lanes (see Figure 2G-9).

02 The legends of these signs shall refer to the next exit or exits from the general-purpose lanes by
displaying the appropriate destination information, exit number(s), or both. The Intermediate Egress
Direction signs for egress from the preferential lanes to the general-purpose lanes shall not refer to the
egress as an exit.

Support:

03 Section 2G.10 contains information on the design of post-mounted guide signs applicable to a preferential
lane when installed on a median barrier. Figures 2G-9 and 2G-12 show examples of signs for various geometric
configurations of intermediate egress from a barrier- or buffer-separated preferential lane where access is
restricted to designated locations.

Guidance:

o4 Where two or more adjacent preferential lanes are present in a single direction, consideration should be
given to the use of overhead guide signs to display the information related to egress from the preferential lanes.
os For barrier-separated and buffer-separated preferential lanes where egress from a preferential lane to the
general-purpose lanes is restricted only to designated points via a separate lane or ramp, the Advance Guide and
Intermediate Egress Direction signs for the egress should be mounted overhead and a Pull-Through sign should

be mounted with the Intermediate Egress Direction sign (see Figure 2G-12).
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Standard:

os For preferential lanes that incorporate a vehicle occupancy requirement, the design of the overhead
Advance Guide and Egress Direction signs for intermediate egress from the preferential lanes to the
general-purpose lanes shall display a white diamond symbol on a black background at the left-hand edge
of the signs.

o7 The design of Pull-Through signs when used in conjunction with an Egress Direction sign at an
intermediate egress from the preferential lanes to the general-purpose lanes shall be distinguished from
those applicable to general-purpose lanes by inclusion of an upper section with the applicable black legend
on a white background, such as HOV LANE. For preferential lanes that incorporate a vehicle occupancy
requirement, the white diamond symbol on a black background shall be displayed at the left-hand edge of
this upper section.

Section 2G.14 Guide Signs for Direct Entrances to Preferential Lanes from Another Highway
Standard:

o1 For direct access ramps to preferential lanes from a transit facility (such as a park - ride lot or a transit
station or terminal) that is accessible from surface streets, advance guide signs shall be provided along the
adjoining surface streets to direct traffic into and through the transit facility to the preferential lane (see
Figure 2G-13).

The HOV Advance Lane Assignment (G20-9(CA)) sign (see Figure 2G-6(CA)) shall be used on a multilane cross
street approaching a direct access ramp to an HOV lane to direct traffic into the proper lane to access the ramp.

The HOV LANE ENTRANCE (G92-1(CA) sign (see Figure 2G-6(CA)) shall be used at the entrance to a direct access
ramp to an HOV lane. The G92-1(CA) sign is similar to the FREEWAY ENTRANCE (G92 (CA)) sign and shall be
installed similarly. Refer to Section 2D.46.

Support:

02 Figure 26-14 2G-13 provides examples of recommended uses and layouts of signs for HOV lanes for direct

access ramps, park - ride lots, and access from surface streets.

Section 2G.15 Guide Signs for Direct Exits from Preferential Lanes to Another Highway
Standard:

o1 For contiguous preferential lanes on the left-hand side of the roadway, Advance Guide signs, Exit
Direction signs, and Exit Gore signs (see Figure 2G-14 and Figure 2G-14(CA)) specifically applicable to the
preferential lanes shall be used for exits to direct access ramps, such as HOV lane ramps (see Figure 2G-
15) or ramps to park - ride facilities.

02 The design of Advance Guide, Exit Direction, and Pull-Through signs for direct exits from preferential
lanes shall be distinguished from those applicable to general-purpose lanes by inclusion of an upper section
with the applicable black legend on a white background, such as HOV LANE (for Pull-Through signs) or
HOV EXIT (for Advance Guide and Exit Direction signs). For preferential lanes that incorporate a vehicle
occupancy requirement, the white diamond symbol on a black background shall be displayed at the left-
hand edge of this upper section (see Figures 2G-15 and 2G-16).

The HOV Supplemental Destination (G86-15(CA)) and HOV Advance Guide (G83-6(CA)) signs shall be used for
Advance Guide signs for exits to direct access ramps from an HOV lane.

The HOV Exit Direction (G85-12(CA)) sign shall be used as the Exit Direction sign for exits to direct access ramps
from an HOV lane.

Option:

If an auxiliary lane is not used in advance of the direct access ramp, the G83-6(CA) sign and the W61C(CA) panel on the
(G85-12(CA) sign may be eliminated.

Standard:

The HOV Exit with Arrow (E8-4) sign shall be used as the Exit Gore sign for exits to direct access ramps from an
HOV lane.

Guidance:

The arrow on the E8-4 sign should be aligned to approximately the angle of departure and should be positioned to avoid
confusion that the exit may serve general purpose traffic.
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o3 Advance Guide and-Exit-Direction signs for exits to direct access ramps from a preferential lane should be
mounted overhead. A Pull-Through sign should be used with the Exit Direction sign at exits to direct access
ramps.

Standard:

Exit Direction signs for exits to direct access ramps from a preferential lane shall be mounted overhead.

o4 Post-mounted guide signs in a vertical rectangular shape installed on a median barrier shall not be
used for the Advance-Guide-and Exit Direction signs for exits to direct access ramps.

os Because direct access ramps for preferential lanes at interchanges connecting two freeways are
typically left-hand side exits and typically have design speeds similar to the preferential lane, overhead
Advance Guide signs and overhead Exit Direction signs shall be provided in advance of and at the entry
point to each freeway-to-freeway preferential lane ramp (see Figure 2G-16).

Guidance:

o6 The use of guide signs for preferential lanes at freeway interchanges should comply with the provisions for
guide signs established in this Manual.
Support:

o7 Guide signs for direct access ramps for preferential lanes at interchanges connecting two freeways are similar
to those for a connecting ramp between two freeway facilities.

Section 2G.16 Signs for Priced Managed L anes — General
Support:

o1 A priced managed lane is a managed lane that employs tolling or pricing, typically through electronic toll
collection, to manage congestion levels and maintain a certain level of service for users of the facility. A priced
managed facility typically provides a less congested alternative to adjacent lanes along the same designated route,
or to a nearby facility, that experience recurring congestion during peak periods. A priced managed lane might
allow non-toll travel by certain vehicles based on occupancy or other criteria. A variety of operational
management strategies might be used in conjunction with tolling or pricing.

02 The number and combination of operational strategies that are applied to a managed lane to manage
congestion or improve efficiency might be practically limited by the amount of information that can be legibly
displayed on signs or in signing sequences and still be readily comprehended by road users. Such factors to
consider when evaluating alternatives for managed lanes are locations of signs for general-purpose interchanges
and for other roadway conditions, the number of intermediate access points between the managed and general-
purpose lanes and the need to repeat the operational information, and the distance over which a signing sequence
that displays all of the eligibility requirements can be displayed.

03 Because managed lanes have the capability to employ a variety of operational strategies on a changing basis,
it is not practical to assign a naming convention to such lanes for the purpose of signing based on the specific
operational management strategies, as is more readily accomplished with other types of preferential lanes, such as
HOV, Bus, or Bike lanes. Instead, the various requirements, restrictions, and eligibility criteria are more
appropriately conveyed through a sequence of regulatory and guide signs with a more encompassing designation
for the purpose of providing directional information.

o4 As priced managed lanes become more prevalent as an operational strategy, it will be important to establish a
uniform naming convention to distinguish those lanes that are an alternative to travel on adjacent general-purpose
lanes on the same designated route to effectively communicate to motorists the range of basic requirements for
similar facilities in different regions.

Standard:

os Priced managed lanes that are adjacent to general-purpose lanes along the same designated route shall
be signed using the legend EXPRESS or EXPRESS LANE(S). This provision shall apply when any of the
following operational strategies is used for a managed lane:

A. All users of the managed lane are charged a fixed or variable toll;

B. General-purpose traffic using the managed lane is charged a fixed or variable toll, but HOV traffic is

allowed to travel without being charged a toll on either a full- or part-time basis;

C. General-purpose traffic using the managed lane is charged a fixed or variable toll, but HOV traffic is

offered a discounted toll on either a full- or part-time basis; or
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D. General-purpose traffic using the managed lane is charged a fixed or variable toll, but HOV traffic
registered with a local program travels at a discounted toll or without being charged a toll on either a
full- or part-time basis (a transponder or other identifier is typically required of HOVs to indicate
registration in conjunction with electronic or visual enforcement and verification of vehicle
occupancy).

os The legends EXPRESS and EXPRESS LANE(S) shall not be used on signs for entrances to highways
on which all lanes are managed and there are no adjacent general-purpose lanes on the same designated
route. The legends EXPRESS and EXPRESS LANE(S) shall not be used on signs for a managed ramp
connection that provides an alternative to a general-purpose ramp connection (see Figure 2F-7), except
where the ramp leads directly to a managed lane as described in Section 2G.14. The legends EXPRESS and
EXPRESS LANE(S) shall not be used on signs for open-road tolling lanes that bypass a conventional toll
plaza (see Chapter 2F).

o7 The diamond symbol shall be reserved exclusively for preferential lanes whose operational strategy is
occupancy-based only (see Sections 2G.03 through 2G.14) and shall not be used to designate a managed
lane in which other operational strategies, such as tolling and pricing, are employed to allow general-
purpose traffic to use the lane.

Section 2G.17 Requlatory Signs for Priced Managed L anes
Standard:

01 Except as otherwise provided in this Section, the provisions of Sections 2G.03 through 2G.07 regarding
regulatory signs for Preferential lanes shall apply to priced managed lanes operated at all times or at
certain times with a toll payment requirement of some or all vehicles to use the lane(s). Such managed
lanes shall use changeable message signs or changeable message elements within static signs to display the
appropriate regulatory sign messages only when they are in effect.

02 Regulatory signs for preferential lanes shall be appropriately modified for adaptation to a priced
managed lane, where applicable, as shown in Figure 2G-17.

03 Regulatory signs shall be used to indicate the toll charged. If the toll varies, regulatory signs that
include changeable message elements, such as the R3-48 and R3-48a signs that are shown in Figure 2G-17,
shall be used to display the actual toll amount in effect at any given time.

o4 When only vehicles with a registered ETC account are allowed to use a managed lane where some or
all vehicles are charged a toll, regulatory signs to indicate such a restriction shall be provided and shall
incorporate the pictograph adopted by the toll facility’s ETC payment system and the word ONLY (see
Section 2G.18 for the incorporation of such regulatory legends into the guide signs for the entrances to
such facilities). The display of the ETC system pictograph shall comply with the provisions of Sections
2F.03 and 2F.04 as shown in Figures 2G-17 and 2G-18.

os When HOV traffic is allowed to use a priced managed lane without paying a toll and registration in a
local program is not required to receive the toll exemption, the Vehicle Occupancy Definition (R3-10 or
R3-13) signs (see Section 2G.04) shall be modified to delete the diamond symbol to create priced managed
lane Vehicle Occupancy Definition (R3-40 and R3-43) signs to indicate the minimum occupancy related to
the management strategy (see Figure 2G-17).

0s A priced managed lane Periods of Operation (R3-44 or R3-44a) sign (see Figure 2G-17) shall be
installed at the beginning or initial entry point, and at any intermediate entry points where vehicles are
allowed to legally enter an access-restricted priced managed lane.

o7 When the vehicle occupancy required for non-toll use of a managed lane is varied as a part of a priced
managed lane operational strategy, regulatory signs that include changeable message elements shall be
used to display the required vehicle occupancy in effect for non-toll travel.

Option:

os Where registration in a local program or ETC account is required for HOV traffic to travel in a priced
managed lane without being charged a toll or by being charged a discounted toll, such information may be
displayed on a separate sign within the sequence of the required regulatory and guide signs.
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Standard:

09 R3-42 Series and R3-45 Series signs (see Figure 2G-17) shall be installed in accordance with the
provisions of Section 2G.07 to indicate the termination of a priced managed lane or restriction. The R3-42,
R3-42a, and R3-45 signs shall be used only where the managed lane and restriction end and traffic must
merge into the general-purpose lanes. The R3-42b, R3-42c, and R3-45a signs shall be used only where the
managed lane restriction ends and the lane becomes a general-purpose lane.

Section 2G.18 Guide Signs for Priced Managed Lanes
Standard:

01 Except as otherwise provided in this Section, guide signs for barrier-separated, buffer-separated, and
contiguous managed lanes shall follow the specific provisions for Preferential Lane guide signs contained
in Sections 2G.10 through 2G.15. Except as otherwise provided in this Section, guide signs for highways on
which all lanes are managed shall follow the general provisions for freeway and expressway guide signs as
contained in Chapter 2E as a whole. Guide signs for highways on which all lanes are managed and tolling
or pricing is used as a management strategy shall follow the applicable provisions for toll road guide signs
as contained in Chapter 2F, in addition to the general provisions of Chapter 2E.

oz If fixed or variable tolls are used as an operational strategy for a managed lane, the guide signs shall
comply with the provisions of Sections 2F.03, 2F.04, and 2F.17 regarding the use, size, and placement of
ETC-account pictographs.

Support:

o3 Figure 2G-18 shows examples of Guide signs for entrances to priced managed lanes and other ETC account-
only toll facilities that incorporate header panels with ETC account pictographs and regulatory legends.
Option:

o4 Exit Destination supplemental guide signs, identifying final destination and downstream exit locations
accessible from the managed lane (see Flgure 2G-19), sheuld may be installed i in advance of the |n|t|al entry
points to priced managed lanes.

Guidance:

Exit Destination supplemental guide signs should be located in accordance with the provisions of Paragraphs 5 and 6 of
Section 2G.11.

Option:

os For managed lanes that are available as an alternative to travel on adjacent general-purpose lanes on the same
designated route, changeable message signs indicating the comparative travel times or congestion levels using the
managed lanes versus the general-purpose lanes (see Figure 2G-20) sheuld may be installed in advance of the
initial and intermediate entry points to the managed lanes.

Option:

os Changeable message signs may also be used on non-managed highways to display comparative travel times
or congestion levels for a nearby managed highway.
Standard:

o7 Guide signs at the initial and intermediate entry points to a priced managed lane in which all general-
purpose passenger vehicles are allowed shall include the legend EXPRESS or EXPRESS LANE(S). The
guide signs shall incorporate the pictograph of the ETC account system into a header panel within the
guide sign in accordance with Sections 2F.03, 2F.04, and 2F.17. For a priced managed lane that allows non-
toll travel by HOV traffic without registration in a local program, the header panel shall be modified to a
regulatory format to display both the pictograph of the ETC account system and the minimum occupancy
requirement for non-toll travel with a black legend on a white background (see Figure 2G-19).

os Guide signs at the initial and intermediate entry points to a managed lane that allows only HOV traffic
with either a fixed or variable occupancy requirement shall follow the provisions of Sections 2G.10
through 2G.12 and 2G.14.
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Support:

o9 Figures 2G-21 through 2G-24 show examples of guide signs for various configurations of initial and
intermediate entrances to a priced managed lane.
Standard:

10 The use and locations of guide signs for intermediate egress locations and direct exits from a priced
managed lane (see Figures 2G-24 through 2G-27) shall comply with the provisions of Sections 2G.13 and
2G.15. The signs shall be suitably modified to display header messages of white legend on a green
background that relate the guide sign legends to the managed lane(s) as appropriate in accordance with
the following:

A. Post-mounted or overhead-mounted Advance Guide signs for intermediate egress to the general-
purpose lanes shall include the legend LOCAL EXITS in a header panel within the guide signs,
destination information or the exit number(s) for the next exit(s) accessible from the general-purpose
lanes, and the appropriate distance information to the location of the egress (see Figures 2G-24 and
2G-25).

B. Post-mounted or overhead-mounted Intermediate Egress Direction signs shall include the legend
LOCAL EXITS in a header panel within the signs, the destination information or the exit number(s)
of the next exit(s) accessible from the general-purpose lanes, and a diagonally upward-pointing
directional arrow (see Figures 2G-24 and 2G-25).

C. For direct exits to another roadway, the legend EXPRESS EXIT shall be used on the Advance Guide
and Exit Direction signs (see Figure 2G-26).

D. For pull-through signs, the legend EXPRESS LANE(S) shall be used, either as a header panel within
the pull-through sign or as the principal legend of the sign without a header panel (see Figures 2G-25,
2G-26, and 2G-27).

Support:

11 Section 2G.13 contains information on the use of overhead-mounted guide signs for intermediate egress to
the general-purpose lanes.

12 Figures 2G-28 and 2G-29 show examples of guide signing for direct entrances to a priced managed lane from
a crossroad or surface street.

Section 2G.101(CA) Preferential Lane Enforcement Signing (SR50(CA)) series
Guidance:

The HOV VIOLATION $__ MINIMUM FINE (SR50-2(CA)) sign should be placed near the beginning of all HOV facilities and
may be placed at intermediate entry point or gaps in the barrier or buffer for all barrier- or buffer-separated HOV lanes.
Option:

The SR50-2(CA) sign may be repeated at 2-mile intervals or as needed at locations experiencing high violation rates.

The HOV VIOLATION $__ MINIMUM FINE (SR50-1(CA)) sign may be used to supplement the SR50-2(CA) sign on HOV
facilities where violation rates are particularly high.

Support:

The SR50-1(CA) is normally placed onto an existing overhead sign structure if it can adequately support the additional sign.
Standard:

These signs shall be modified to delete the diamond symbol when utilized on priced managed lanes.

Section 2G.102(CA) Requlatory Signs for Preferential Lanes at Metered On-Ramps

Support:

For State highways, see Department of Transportation's Ramp Meter Design Manual. See Section 1A.11 for information
regarding this publication.

Refer to CVC 21655.5 for Exclusive- or Preferential-Use Lanes for High Occupancy Vehicles.

Refer to Section 2B.56 for additional regulatory signs to be used at metered on-ramps.
Guidance:

The No Left Turn Specific Hours EXCEPT BUSES AND HOV __ +(R33B(CA)) sign should be installed on local streets (with
concurrence of local agency) whenever left turns are restricted to buses and high-occupancy vehicles only during peak hours.
The No Left Turn WHEN METERED EXCEPT BUSES AND HOV __ + (R33C(CA)) sign should be installed on local streets
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(with concurrence of local agency) whenever left turns are restricted to buses and high-occupancy vehicles only during
periods of ramp metering.
Standard:

The LEFT (RIGHT OR CENTER) LANE DO NOT STOP (BUSES ONLY) (R88(CA)) sign shall be used for preferential
lanes at metered on-ramps to indicate that the preferential lane is not required to stop.

The diamond symbol shall not be utilized on the R88(CA) if the preferential lane is not for HOV usage.

Guidance:

The R88(CA) sign should be placed on the same side as the preferential lane, upstream of the meter.

The ALL VEHICLES STOP ON RED (R90-1(CA)) sign should be placed when converting a non-metered preferential lane
to a metered operation.

Option:

The R90-1(CA) sign may also be used on new installations where potential for confusion exists.
Standard:

The LEFT (RIGHT OR CENTER)HOV __+ _ OR MORE ONLY WHEN METERED (R91-1(CA)) sign shall be used
for preferential lanes at metered on-ramps to clearly indicate the lane and number of persons per vehicle required to
use the lane.

The message “24 HOURS” shall be used instead of “WHEN METERED” if the preferential lane is in effect on a full-
time basis.

Option:

An alternate 1 line message, such as “BUSES OK” may also be used in place of “WHEN METERED" on line 6 of the R91-

1(CA) sign.
Guidance:
When used, the R91-1(CA) sign should be placed near a diamond symbol pavement marking.
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Figure 2G-1. Preferential Lane Regulatory Signs and Plaques (Sheet 1 of 2)
POST-MOUNTED PREFERENTIAL LANE SIGNS

S

\Z
oAD

BAM - 9A 6AM - 9AM 6AM - FAM
MON-FRI MON-FRI MON-FRI

H HOV HOV
A LANE o RE;R?;lon o e
y AHEAD ENDS ) /> MILE ENDS 1/2 MILE
R3-12 R3-12a R3-12b R3-12c R3-12d
BUS BUS Sﬁi
ONLY
1/ MILE AHEAD ENDS /2 MILE
R3-12e R3-12f R3-12g R3-12h

Notes:
1. The minimum vehicle occupancy requirement may vary for each facility (such as 2+, 3+, 4+).
2. The occupancy requirement may be added to the first line of the R3-12a, R3-12b, R3-12c, and R3-12d signs.

3. Some of the legends shown on these signs are for example purposes only. The specific legend for
a particular application should be based upon local conditions, ordinances, and State statutes.
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Figure 2G-1. Preferential Lane Regulatory Signs and Plaques (Sheet 2 of 2)
OVERHEAD PREFERENTIAL LANE SIGNS

HOV 2+ ONLY HOV 2+ ONLY
2 OR MORE PERSONS
2 OR MORE PERSONS PER VEHICLE
PER VEHICLE 6AM=9AM  MON-FRI
R3-13 R3-13a
HOV BUSES - TAXIS B ov 2+ ONLY
Y ONLY BEGINS
* 6AM-9AM MON-FRI 1 MILE
h &
R3-14b R3-14c R3-15 R3-15a
HOV HOV BUS BUS
0 LANE O RESTRICTION LANE LANE
ENDS ENDS AHEAD ENDS
R3-15b R3-15¢ R3-15d R3-15e

A lane-use control signal may be incorporated into an overhead preferential lane regulatory
sign to indicate the status of a reversible operation as shown in the following example:

HOV 2+ HOV 2+
ONLY ONLY
Lane Open Lane Closed

Notes:

1. The minimum vehicle occupancy requirement may vary for each facility (such as 2+, 3+, 4+).
2. The occupancy requirement may be added to the first line of the R3-15b and R3-15c signs.

3. Some of the legends shown on these signs are for example purposes only. The specific legend for a
particular application should be based upon local conditions, ordinances, and State statutes.

4. Where sufficient median width is available, the R3-13 series and R3-15 series signs may be post-mounted.
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@

G g AN
MOK - FRI
EXCEFT
BUSES AND
WOV 2+
2 40 wine

R33B (CA)

R93-2 (CA)

RIGHT LANE

BUS
LANE
AHEAD

SR60-1 (CA)

SR60-6 (CA)
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Figure 2G-1 (CA). Preferential Lane Regulatory Signs and Plaques

R86-4 (CA)

ALL
VEHICLES
STOP
ON RED

R90-1 (CA)

VEHICLES WITH DMV
CLEAN AIR DECAL OK

R93A (CA)

RIGHT LANE

BUS
LANE
AHEAD
ON 4TH ST.

SR60-2 (CA)

RIGHT LANE

TRAINS
RIGHT TURNS
ONLY
24 HOURS
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SR60-7 (CA)

__AM-_AM
__PM-__PM
MON - FRI

R82B (CA)

R87-3 (CA)

HOV 2+
2 OR MORE
ONLY
WHEN METERED

R91-1 (CA)

HOV 2+
2 OR MORE

0K

R94 (CA)

RIGHT LANE

BUSES
TAXIS
ONLY

6AM -9PM
MON - FRI

SR60-3 (CA)

LANE

LANE

FINAL DRAFT

LANE

SR60-8 (CA)

R82-1 (CA)

R87-4 (CA)

NO TRUCKS
3 AXLES

OR MORE
NO VEHICLES
WITH TRAILER

R91-2 (CA)

HOV VIOLATION
O b
MINIMUM FINE

SR50-1 (CA)

RIGHT LANE

BUSES

TAXIS
ONLY
24 HOURS

SR60-4 (CA)

RIGHT

R84-2 (CA)

R87-5 (CA)

AUTOS / PICKUPS
2 SEATERS WITH
2 PERSONS OK

R91B (CA)

SR50-2 (CA)

RIGHT LANE

BUSES
ONLY

24 HOURS

SR60-5 (CA)

LANE

BUSES
TAXIS
ONLY
24 HOURS
~5

SR60-9 (CA)
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Figure 2G-2. Example of Signing for an Added Continuous-Access
Contiguous or Buffer-Separated HOV Lane

Legend

= Direction of travel

‘ HoV |
\> LANE | R3-15b
R evos |

Notes:

1. The minimum vehicle
occupancy requirement and
hours of operation on the
sign may vary for each facility

2. See Chapter 3D for pavement
markings

3. Warning signs are not shown

4. Applicable to part-time or
full-time HOV restriction

5. This roadway condition
indicates the HOV lane will
merge with the general
purpose lanes upon
termination

6. Sets of R3-10 and R3-11a
signs should be placed
following entrance ramps and
at 1/2-mile intervals along the
HOV lane

_ R3-14
1/2 mile 6AM=—9AM MON-FRI

A

LANE

1/4 mil
e 1/2 MILE |

% Where the median width jé
insufficient, post-mounjéd Ul
designs (R3-10, R3-4, and
R3-12 series) mayde used
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Figure 2G-2 (CA). Example of Signing for an Added Continuous-Access

Contiguous or B

Notes:

1.

The minimum vehicle
occupancy requirement and
hours of operation on the
sign may vary for each facility

. See Chapter 3D for pavement

markings

. Warning signs are not shown
. Applicable to part-time or

full-time HOV restriction

. This roadway condition

indicates the HOV lane will
merge with the general
purpose lanes upon
termination

. Sets of R3-10 and R3-11a

signs should be placed
following entrance ramps and
at 1/2-mile intervals along the
HOV lane

% Where the median width is

insufficient, post-mounted
designs (R3-10, R3-11, and
R3-12 series) may be used

SR50-2(CA) r
Pl

R93-2(CA)
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r-Separated HOV Lane

Legend
= Direction of travel

econenon| R3-120

ENDS

A R84-2(CA)

HOV
ENDS
VZMILE
HOV 2+
152

OR MORE R93-2(CA)

HOV 2+
ONLY

6AM=9AM MON-FRI

e

R3-14

R82-1(CA)
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Figure 2G-3. Example of Signing for a General-Purpose Lane that Becomes
a Continuous-Access Contiguous or Buffer-Separated HOV Lane

Notes:

1. The minim
occupancy reyyirement
and hours of opwyation on
the sign may varyNpr
each facility

2. See Chapter 3D for
pavement markings

3. Applicable to part-time or
full-time HOV restriction

4. This roadway condition
indicates the HOV lane
will become a general
purpose lane upon
termination of the
restriction

5. Sets of R3-10 and R3-11a
signs should be placed
following entrance ramps
and at 1/2-mile intervals
along the HOV lane

6. This signing scheme can
also be used for an HOV
lane on the right-hand
side of the roadway

Q vehicle

% Where the median width is
insufficient, this sign may
be mounted overhead

112

mile

1/4 mile
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1/2 mile

MIN.
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Legend
= Direction of travel

o Wl R3-124
ENDS
1/2 MILE

| Ra-10

PERSONS

R3-11a

;m HOV 2+
= ONLY
6AM-=9AM MON-FRI

BEGINS
1 MILE

~

R3-14

R3-13a

R3-15a
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Figure 2G-4. Examples of Warning Signs and Plaques Applicable
Only to Preferential Lanes

A - BARRIER-MOUNTED RECTANGULAR WARNING SIGNS
7

I ~N

EXIT

30

-

O
0
' MPH
v/ b\ "
W4-1L (modified) W4-2L (modified) W13-2 (modified)

B - WARNING PLAQUE FOR USE ABOVE STANDARD DIAMOND-SHAPED WARNING SIGNS

IHOV

Page 472

W16-11P
Note: An HOV lane example (diamond symbol) is illustrated. For other types of preferential lanes, the
appropriate symbol or word message (see Section 2G.03) shall be displayed in white on the
black background of the top portion of these signs.
Figure 2G-4 (CA). Examples of Warning Signs and Plaques Applicable
Only to Preferential Lanes
THRU
TRAFFIC
H MERGE
; RIGHT
W11-1 (CA) W59-1 (CA) W74-1 (CA)
HOV 2+ IS
2 OR MORE
PER VEHICLE
WHEN METERED
SW54 (CA) SW54-1 ( SW54C (CA)
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Figure 2G-5. Example of an Overhead Advance Guide Sign
for a Preferential Lane Entrance

S

HOV LANE
ENTRANCE

Note: An example of an HOV Lane (diamond symbol) sign is illustrated.
For other types of preferential lanes, the appropriate symbol or
word message (see Section 2G.03) is displayed in white on the
black background of the left-hand portion of this sign.

1 MILE

E8-3

Figure 2G-6. Examples of Overhead or Post-Mounted Preferential Lane
Entrance Direction Signs

P
O K HOV LANE
ENTRANCE

N

HOV LANE
ENTRANCE

X

E8-2 E8-2a
(overhead only) (post-mounted only)

A changeable message sign may be incorporated into an overhead preferential lane guide
sign to indicate the status of a reversible operation as shown in the following example:

HOV LANE HOV LANE

Lane Open Lane Closed

Note: Examples of HOV Lane (diamond symbol) signs are illustrated. For other types of
preferential lanes, the appropriate symbol or word message (see Section 2G.03) is
displayed in white on the black background of the top left-hand portion of these signs.
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Figure 2G-6 (CA). Guide Signs for Direct Entrances to Preferential Lanes
From Another Highway

(5) NorTH

HOV LANE HOV
ENTRANCE | i

RIGHT LANE

G92-1 (CA) G20-9 (CA)

Figure 2G-7. Entrance Gore Signs for Barrier-Separated Preferential Lanes

Y

HOV

Note: Examples of HOV Lane (diamond symbol)
LA N E signs are illustrated. For other types of
preferential lanes, the appropriate symbol or
ENTRANCE word message (see Section 2G.03) is
displayed in white on the black background
of the top portion of these signs.
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Figure 2G-8. Example of Signing for an Entrance to Access-Restricted HOV Lanes

1/4 mile
@
1/4 mile
@
1/4 mile
1/4 mil
]
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Legend
=+ Direction of travel

Notes:

1. For accesg'to an HOV lane on
the righyfhand side, the same
signing sequence would be
usegfwith adjustments made
tofign messages

2. Jfeometry is for illustrative
purposes only; use locally
applied geometric criteria

Hov 2+ | * 3. The minimum vehicle occupancy
oLy .| R3-14a requirement and hours of
MON=FRI operation on the sign may

vary for each facility

4. See Chapter 3D for pavement
markings

‘ . . . E8-2

* Potential location of a
Changeable Message
sk Sign (CMS) for reversible
HOV EXITS or counter-flow operations

% % For access-restricted facilities.
Destinations may be augmented to
accompany routes on Interchange
Sequence signs (see Figure 2E-31)

% % R\Barrier-separated facilities only

O ENTRANCE

| Hov LANE Q=%
/> MILE

HOV LANE [}
() ENTRANCE

1 MILE
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Figure 2G-8 (CA). Example of Signing for an Entrance to Access-Restricted HOV Lanes
Legend
=+ Direction of travel
Notes:
1. For access to an HOV lane on
the right-hand side, the same
signing sequence would be
used with adjustments made
to sign messages
2. Geometry is for illustrative
purposes only; use locally
applied geometric criteria
3. The minimum vehicle occupancy
Hov 2+ requirement and hours of
ONLY | R3.14b operation on the sign may
¥ vary for each facility
4. See Chapter 3D for pavement
markings
5. See Figure 2G-2(CA) for additional
regulatory signs.
E8-2
* Potential location of a
1/4 mile Changeable Message
Sign (CMS) for reversible
n | or counter-flow operations
HoV
R —£—® T % % For access-restricted facilities.
NN ik awnEown S| Destinations may be augmented to
fine accompany routes on Interchange
SR50-2(CA) Sequence signs (see Figure 2E-31)
1/4 mile L
800 ft L % % % Barrier-separated facilities only
HOV LANE
= A O ENTRANCE [R5
/2 MILE
or more| R93-2(CA)
1/2 mile
[ HOV LANE |
= O AT E8-3
| 1 MILE
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Figure 2G-9. Example of Signing for an Intermediate Entry to a

By

Notes:

1. For access to an HOV lane on the
right-hand side, the same signing
sequence would be used with
adjustments made to sign
messages

2. Geometry is for illustrative
purposes only; use locally applied
geometric criteria

3. The minimum vehicle occupancy
requirement and hours of operation
on the sign may vary for each
facility

4. See Chapter 3D for pavement
markings.

5. Warning signs are not shown

1/2 mile

1/4 mile

+
1/4 mile
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Barrier- or Buffer-Separated HOV Lane

— .““‘

a..
..-‘

B

-

-
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Legghd
=+ Diggction of travel

E8-2

HOV LANE |
ENTRANCE

| . Hov LANE [2K]
/\ ENTRANCE
‘ /2 MILE

[ Hovz- oNi | R3-13a
2 0R MORE PERSON
PER VEHICLE
1 £ AM=TAM m-fm

HOV LANE |
ENTRANCE
1 MILE
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Figure 2G-9 (CA). Example of Signing for an Intermediate Entry to a

Barrier- or Buffer-Separated HOV Lane

Notes:

1.

For access to an HOV lane on the
right-hand side, the same signing
sequence would be used with
adjustments made to sign
messages

. Geometry is for illustrative

purposes only; use locally applied
geometric criteria

. The minimum vehicle occupancy

requirement and hours of operation
on the sign may vary for each
facility

. See Chapter 3D for pavement

markings.

. Warning signs are not shown
. See Figure 2G-2(CA) for additional

regulatory signs.

1/2 mile

FINAL DRAFT

Legend
=+ Direction of travel

HOV LANE

ENTRANCE E8-2
[ HOV LANE |
ENTRANCE [i=t:5c]

L
~ HOV LANE
0 ENTRANCE (-5

I/2 MILE

R93-2(CA)

MILE
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Figure 2G-10. Example of Signing for the Intermediate Entry to, Egress from,

and End of Access-Restricted HOV Lanes

.l

Notes:

1. GeometMNy is for illustrative
purposes dly; use locally applied
geometric cNeria

2. The minimum “¢hicle occupancy
requirement and¥ours of
operation on the sign may
vary for each facility

3. See Chapter 3D for padgment
markings

4. Warning signs are not showg

% Barrier-separated
facilities only

el

L2

A

<

&
. N\ |

0.25L to 0.1 L

QI

<>
R : s

Barrier, buffer, or contigugus
access prohjdition

1/4 Inile

=
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-\_klllllll

[ HoNg: onLY |

Legend
=+ Directiony0f travel

LaNE | R3-15b

R3-14

HOV LANE |
X ENTRANCE | E8-2

, HOV LANE 1
() ENTRANCE (8%

If2 MILE

E8-6

zal;::c“ RSONS | R3 134

GAM-FAM MO

FRI

HOV LANE |

u:f} ENTRANCE (|8
¥ 1 MILE
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Figure 2G-10 (CA). Example of Signing for the Intermediate Entry to, Egress from,
and End of Access-Restricted HOV Lanes

Notes:

1. Geometry is for illustrative
purposes only; use locally applied
geometric criteria

2. The minimum vehicle occupancy
requirement and hours of
operation on the sign may
vary for each facility

3. See Chapter 3D for pavement
markings

4, Warning signs are not shown

5. See Figure 2G-2(CA) for additional
regulatory signs.

% Barrier-separated
facilities only

R93-2(CA)

1/2 mile
—t

025Lto O.I L

Barrier, buffer, or contiguous
access prohibition
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0

Hov
restricrion| R3-12¢
ENDS

N R84-2(CA)

R3-14b

E8-2
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Figure 2G-11. Examples of Barrier-Mounted Guide Signs for an Intermediate
Egress from Preferential Lanes

0 Note: Examples of HOV Lane (diamond symbol) signs are illustrated.
TO For other types of preferential lanes, the appropriate symbol or
e word message (see Section 2G.03) is displayed in white on the

Alicia black background of the top portion of these signs.

Pkwy

l/2 MILE
E8-6
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Figure 2G-12. Examples of Signs for an Intermediate Egress
from a Barrier- or Buffer-Separated HOV Lane

Notes:

1. For an exit on the left-hand side
from an HOV lane, the same
signing sequence would be used
with adjustments made to sign
messages

2. Geometry is for illustrative
purposes only; use locally applied
geometric criteria

3. The minimum vehicle occupancy
requirement and hours of operation
on the sign may vary for each
facility

4. See Sections Chapter 3D for
pavement markings

5. Warning signs are not shown

1/2 mile

.

1/2 mile
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Legend

= Direction of travel

Ll HOV LANE To @

= OUTH M
295 SOU "-.;' Runnemede

~

TO EXITS
.;;:;. 48 10 52

o (D

/ Runnemede
/2 MILE

TO EXITS
;) 48 T0 52

/2 MILE

o @
/ Runnemede
1 MILE

TO EXITS
) 48 To 52

1 MILE
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Figure 2G-13. Example of Signing for a Direct Entrance Ramp
to an HOV Lane from a Park-and-Ride Facility and a Local Street

Legend

Direction of travel
<—=YReverse flow direction

2 OR MORE PERSONS
PER VEHICLE
GAM=9AM  MON=FRI

Varies

(S|

| 6 umojumoq © |
L
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Notes:
1. The minimum vehiclg’occupancy requirement on 7. This figure illustrates a reversigle HOV lane with a
the sign may vary fér each facility direct access ramp

2. See Chapter 3Dfor pavement markings 8. The guide signs directing local stiget traffic to the

3. Warning signg/are not shown HOV lane should include the word

when the direct access ramp does nXX traverse a

4. Sign locati park-and-ride facility
lota
6. Ad, innalvsigns are required on the adjoining surface
sjfeets to inform non-HOVs that they should not enter % For access-restricted facilities; destinations may
e HOV facility be augmented to accompany routes on

Interchange Sequence signs (see Figure 2E-31)
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Figure 2G-14. Exit Gore Sign for a Direct Exit from a Preferential Lane

Note: An example of an HOV Lane (diamond symbol) sign is illustrated. For other types
E X | T of preferential lanes, the appropriate symbol or word message (see Section 2G.03)
is displayed in white on the black background of the top portion of this sign.

R

E8-4

Figure 2G-14 (CA). Advanced Guide and Exit Direction Sign for a Direct Exit
from a Preferential lane

HOV EXIT HOV EXIT HOV EXIT

Barranca Rd Barranca Rd Barranca Rd

EXIT ~ ONLY LY EXIT ONLY

G83-6 (CA) G85-12 (CA) G86-15 (CA)

1 MILE
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Figure 2G-15. Examples of Guide Signs for Direct HOV Lane Entrance and Exit Ramps

\,

¢ < 2SN\ N\ |

Legend
=+ Djfection of travel

For access-restricted
facilities. Destinations
may be augmented
to accompany routes
on Interchange
Sequence signs

(see Figure 2E-31)

HOV EXIT

Addicks

[ vov Lane

45 NORTH

A 4

Notes:
1. See Chapter 3D for

\ Hov EXIT pavement markings

1/2 mile ‘ 2. Sign locations are
\"’ approximate

Addicks 3. The HOV facility
| 12 ML could be
TN barrier-separated,
buffer-separated,
or contiguous

Addicks
1 MILE
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Figure 2G-15 (CA). Example of Guide Signs for Direct HOV Lane Entrance and Exit Ramps

R93-2 (CA)

R87-4 (CA) G20-9 (CA)

R93-2 (CA) R87-4 (CA) G92-1 (CA)

Legand
=+ Direction of travel

* For access-restricted
facilities. Destinations
may be augmented
to accompany routes
on Interchange
Sequence signs

(see Figure 2E-31)

g E8-4
L3

|

NORTH

Notes:

1. See Chapter 3D for
pavement markings

2. Sign locations are
approximate

3. The HOV facility
could be
barrier-separated,
buffer-separated,
or contiguous

1/2 mile

o)
)

Addicks

1/2 mile

1 mile

Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT September 9, 2011
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Figure 2G-16. Examples of Guide Signs for a Direct Access Ramp
between HOV Lanes on Separate Freeways

1-45 NB
HOV LANE

RAMP TO I-10
WB HOV LANE
OR I-10 WB
GENERAL
PURPOSE LANES

Notes:

1. See Chapter 3D for pavement
markings

2. Sign locations are approximate

3. If the vehicle occupancy levels vary
between HOV facilities, then the
occupancy level should be added 1/2 mile
to the guide signs .

4. The HOV facility could be
barrier-separated, buffer-separated,
or contiguous

3

1/2 mile

% For access-restricted facilities

i

I-45 NB
HOV LANE

displayed are to the left)

Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT
Part 2 — Signs

Legend

=+ Direction of travel

g o)

HOV EXITS

OR [RERGE LeFT ]
O Addicks

(all direct exits (not all direct exits
displayed are to the left)

Page 487
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Figure 2G-17. Regulatory Signs for Managed Lanes

I N
EXPRESS LANE

Page 488

o N
EXPRESS LANE

ONLY

5l Pass

TOLL

HOV 2+ NO TOLL

R3-48a
OXPRESS| e carnn
RESTRICTION ENDS
ENDS 1/2 MILE
R3-42b R3-42¢
4 N

HOV 2+ ONLY

¥

R3-48
HOV 2 + EXPRESS EXPRESS
2 OR MORE G ARIE LANE
PERSONS ENDS
PER VEHICLE ENDS 1/ MILE
R3-40 J R3-42 R3-42a
7 B
Toll Pass
2 OR l:«l?):E fl;asons ONLY
PER VEHICLE | * !
R3-43 R3-44
EXPRESS EXPRESS
LANE RESTRICTION
ENDS ENDS
R3-45 R3-45a
Notes:

R3-44a

Hov Xl

Bl or MORE PERSONS
PER VEHICLE

Example of regulatory sign with
changeable message elements

1. The ETC pictograph shown is an example only. The pictograph for the toll facility's adopted ETC

system shall be used.

2. Changeable message sign elements shall be used for the numerals displayed for the variable tolls.

Chapter 2G — Preferential and Managed Lane Signs

Part 2 — Signs

FINAL DRAFT
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Figure 2G-18. Examples of Guide Signs for Entrances to Priced Managed Lanes
A - ENTRANCETO A PRICED MANAGED LANE FROM A GENERAL PURPOSE LANE

B o

HOV 2+ ONLY

EXPRESS
LANE

EXPRESS

K, LANE

ENTRANCE ENTRANCE

B - DIRECT ENTRANCE TO A PRICED MANAGED LANE FROM A CROSSROAD

WEST
WIERSIATE '\ EXPR ESS

86/ LanE

e

Note: 1. The ETC pictographs shown are examples only. The pictograph for the toll facility's adopted ETC system shall be used.
2. The examples shown are for facilities on which registration in a toll account program is required for toll payments.

Figure 2G-19. Example of an Exit Destinations Sign
for a Managed Lane

r )
EXPRESS LANE EXITS

Manchester Ave 2
Encinitas Blvd 6

A\ v

Figure 2G-20. Example of a Comparative Travel Time Information Sign
for Preferential or Managed Lanes

Notes:

1. The ETC pictograph shown is an example only.
The pictograph for the toll facility'’s adopted ETC
system shall be used.

2. CMS elements shall be used for the numerals

E x P R E s S displayed for the estimated travel times.
LANE

.

Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT September 9, 2011
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Figure 2G-21. Example of Signing for the Entrance
to an Access-Restricted Priced Managed Lane

MANAGED

Legend
) 2% =+ Direction of traye
Toll Pass ICL]
OR | Hov 2+ ONLY
+
R3-44a Notes:

= on the right-hand side, the same
m /Sequence would be
EXPRESS ' EXPRESS | ith adjustments made
LANE W, LANE to gin messages

ENTRANCE ENTRANCE

2. GEometry is for illustrative
purposes only; use locally
applied geometric criteria

. The minimum vehicle
occupancy requirement and
hours of operation on the sign
may vary for each facility

4. See Chapter 3D for pavement
markings

1/4 mile

A
T 0 R3-48 (optional)  R3-48a (optiopd)

1/4 mile _
- : LERH 2)
e (2) _*ﬂ_ﬂj B o
L 801 HOV 2+ g
% EXPPR:55
(optional) |
o
i
% Potential location of a
1/4 mile Changeable Message
Sign (CMS) for reversible
or contraflow operations
% % For access-restricted facilities;
destinations may be augmented
1/4 mile to accompany routes on
Interchange Sequence signs
— Ny (see Figure 2E-31)
e 800 ft _ % % % Barrier-separated facilities only
.. EXPRESS | EXPRESS
(optional) | / LANE OR ¥\
F—t— J ENTRANCE | ENTRANCE
4 [ 1 MILE |1 MLEe
1/4 to 1/3 mile
i
1 HOV 2+ NO TOLL
7 R3-48a
1 mile
: HOV 2+ (2) HOV 2+ @
1410 1/3 mile 2 OR MORE PERSONS | o  fokung (1) All vehicles gust have a
PERVEHELE bbbt registered ET¥ account. Toll
R3-43 R3-40 discounts or exdymptions through
14 10 1/3 plile a registration prodyram might be
applicable for certalg vehicles.
= ] (2) All vehicles except H&Y must
800 ft | ——— “"' have a registered ETC Yccount.
"LANE LANE If registration is required Qr
2 e ENTRANCE ENTRANCE non-toll travel by HOV traffis
/ A [ 2 wnes [ s =i case (1) signing shall be use
Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT September 9, 2011
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Figure 2G-21 (CA). Example of Signing for the Entrance
to an Access-Restricted Priced Managed Lane

MANAGED

OR | Hov 2+ ONLY

Legend
=+ Direction of travel

()%

B -

EXPRESS

LANE

ENTRANCE |

ONLY
hd b
R3-44 R3-44a

(2)
OR

HOV 2+ ONLY
EXPRESS

LANE
| ENTRANCE |

Toll Pass

1/4 mile TOLL
~ @ EEEE
o ( Hov 2+ No ToLL |
1/4 mile Ra-40a
@] b @

EXPRESS
LANE
ENTRANCE
/2 MILE

HOV 2+ ONLY

EXPRESS
LANE
ENTRANCE
Y2 MILE

)

R3-40

HOV 2 +
2 OR NORE

(1) All vehicles must have a
registered ETC account. Toll
discounts or exemptions through
a registration program might be
applicable for certain vehicles.

(2) All vehicles except HOV must
have a registered ETC account.
If registration is required for
non-toll travel by HOV traffic,
case (1) signing shall be used.

% Potential location of a
Changeable Message
Sign (CMS) for reversible
or contraflow operations
% % For access-restricted facilities;
destinations may be augmented
to accompany routes on
Interchange Sequence signs
(see Figure 2E-31)
% % % Barrier-separated facilities only

Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT

Part 2 — Signs

PERSONS
PER VEHICLE

Notes:

1. For access to a managed lane
on the right-hand side, the same
signing sequence would be
used with adjustments made
to sign messages

. Geometry is for illustrative
purposes only; use locally
applied geometric criteria

. The minimum vehicle
occupancy requirement and
hours of operation on the sign
may vary for each facility

. See Chapter 3D for pavement
markings

. See Figure 2G-2(CA) for additional
regulatory signs.
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Figure 2G-22. Example of Signing for the Entrance to an Access-Restricted Priced
Managed Lane Where a General-Purpose Lane Becomes the Managed Lane

Legend
=+ Direction of travel

1

™ R (2% Notes:

OR | Hov 2+ onLY 1. For access to a pfanaged lane on
hd the right-hand Ade, the same

R3-44a signing seqyénce would be
used with Adjustments made
to sign pfessages

2. Geopaktry is for illustrative

800 ft pugfoses only; use locally
MIN. Sfplied geometric criteria
/ The minimum vehicle occupancy
requirement and hours of
operation on the sign may
vary for each facility
4. See Chapter 3D for pavement
markings
o= 5. See Figure 2G-21 for additional
o o (2) signing
: | TollPass ﬁ
1/2 mile N EXPRESS |  rXPRESS
- LANE | LANE
ENTRANCE OR ! ENTRANCE
ONLY
% Potential location of a
. Changeable Message
1/2 mile Sign (CMS) for reversible
or contraflow operations
oR « -
[ s A % % Barrier-separated facilities only
T EXPRESS EXPRESS
\ LANE LANE
ENTRANCE [o]-] ENTRANCE
1 MILE 1 MILE
~r ONLY
1 mile (1) All vehicles mbgt have a
count. Toll
applicable for certain v §
OV 2+ ONLY -
e e (2) All vehicles except HOV Mt
LANE LANE have a registered ETC acco
ENTRANCE ENTRANCE If registration is required for
SRMILES 2. MLES non-toll travel by HOV traffic,

case (1) signing shall be used.
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Figure 2G-23. Example of Signing for an Intermediate Entry to a
Barrier- or Buffer-Separated Priced Managed Lane

:‘I |||
Lege
(1) (2) A
Toll Pass or =+ Dirggiion of travel
-1 onLy |OR | Hov 2+ onLY
b b
R3-44 R3-44a

—_— ‘(‘C

EXPRESS |
LANE
ENTRANCE |

EXPRESS
LANE

ENTRANCE |

(2)

F A (1 } TOLL
R onuy 1o [28) Notes:
i o @3 [ | O |~ S 1. For access to a managed
' ~ @ ENEEE oV 2+ NO ToLL lane on the right-hand side,
- = the same signing sequence
3-48 (optional) R3-48a (optional) would b ussd with
Al "\ adjustments made to sign
\ W R messages
o— (Y OR(2) 2. Geometry is for illustrative
purposes only; use locally
‘ applied geometric criteria
ptional) 3. The minimum vehicle
occupancy requirement
and hours of operation
1 2) on the sign may vary for
) oR b
ONLY HOW@* ONLY each facility
PR p 4. See Chapter 3D for
T e OR A pavement markings
5. Warning signs are not
shown
(2)
1/2 mile “i ||; e
o oo
il © @
800 ft HOV 2+ NO TOLL
to R3-48a
1/4 mile (1) ANvehicles must have a
l regNtered ETC account.
a o (2) Toll d§counts or exemptions
f HOV 2+ througf\a registration
800 ft 2 OR MORE PERSONS program Night be applicable
~ MIN. il for certain Yehicles.
1/2 mile Jf- R3-43 (2) All vehicles eX¢ept HOV
800 must have a redigtered ETC
M account. If registigtion is
r— (2) required for non-tolNgavel by
- i HOV ftraffic, case (1) 3gning
800 ft EXPRESS EXPRESS shall be used.
MIN. LANE LANE
/ I ENTRANCE ENTRANCE
— &— 1 MILE 1 MILE

Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT September 9, 2011

Part 2 — Signs



California MUTCD 2011 Edition FINAL DRAFT Page 494
(FHWA’s MUTCD 2009 Edition, as amended for use in California)

Figure 2G-23 (CA). Example of Signing for an Intermediate Entry to a
Barrier- or Buffer-Separated Price Managed Lane

Legend
=+ Direction of travel

4]

HOV 2+ ONLY

EXPRESS

W, LANE

ENTRANCE

EXPRESS LANE
= ol
o 23 R Notes:
1. For access to a managed
-~ @ R HOV 2+ NO TOLL lane on the right-hand side,
R3-48a the same signing sequence
would be used with
adjustments made to sign
messages
2. Geometry is for illustrative
purposes only; use locally
applied geometric criteria
3. The minimum vehicle
occupancy requirement
and hours of operation
on the sign may vary for

v each facility
EXPRESS | EXPRESS 4. See Chapter 3D for
- LANE I LANE pavement markings
ENTRANCE | ENTRANCE 5 W 2 .
Va Mie | s . Warning signs are not
. shown
HOV 24+ 6. See Figure 2G-2(CA) for
1/2 mile . additional regulatory signs.
PERSONS
PER VEHICLE
T R3-40
800 ft
to
1/4 mile (1) All vehicles must have a

registered ETC account.
Toll discounts or exemptions
through a registration
program might be applicable
for certain vehicles.

(2) All vehicles except HOV
must have a registered ETC

1/2 mile account. If registration is
required for non-toll travel by
HOV traffic, case (1) signing
{6V 2 BIkY shall be used.
RESS EXPRESS
LANE LANE
ENTRANCE ENTRANCE
. 1 MILE
Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT September 9, 2011

Part 2 — Signs



California MUTCD 2011 Edition

FINAL DRAFT

(FHWA’s MUTCD 2009 Edition, as amended for use in California)

Page 495

Figure 2G-24. Example of Signing for the Intermediate Entry to, Egress from,

EXPRESS
LANE
ENDS

R3-45

1/2

1/2

mile

800 ft |
to _
1/4 mile

BOUfL
MIN.
mile + &
800 ft
MIN.

N

0 ft
MIN.

y

Chapter 2G — Preferential and Managed Lane Signs
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Legend
=+ Direction of travel

(1) (2)
Toll Pass oR
oney | OR | Hov 2+ onLy
hd b

R3-44

B o

[ [TollPass | |

EXPRESS
LANE
| ENTRANCE

HOV 2+ ONLY
EXPRESS
LANE
| ENTRANCE |

(1

ONLY

(2)

EXPRESS LANT. |

28]

HOV 2+ NO TOLL

AR 1k
b Mol 2+ ND TOLL
L R3-48 (dRtional) -48a (optional)
B 0
(1OR(2)

R3-48a

and End of Access-Restricted Priced Managed Lanes

Notes:

1. Geometry is for illustpétive
purposes only

2. The minimum veMicle occupancy
requirement apd hours of
operation on#he sign may
vary for eagh facility

4. Wagfing signs are not shown

(1) All vehicles must have a
registered ETC account. Toll
discounts or exemptions through
a registration program might be
applicable for certain vehicles.

(2) All vehicles except HOV must
have a registered ETC account.
If registration is required for
non-toll travel by HOV traffic,
case (1) signing shall be used.

BarrierNpuffer, or contiguous

Hov 2+
2 OR MORE PERSONS
PER VEHICLE

ONLY |

EXPRESS EXPRESS
LANE LANE

ENTRANCE ENTRANCE
1 MILE 1 MILE

FINAL DRAFT

2

access pxhibition

% Barrier-separated
facilities only
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Figure 2G-24 (CA). Exam'ple of Signing for the Intermediate Entry to, Egress from,

R3-42b |EXPRESS
[REsTRICTION|
| Ens

R3-42c

(2)

HOV 2+

2 OR MORE
PERSONS
PER VEHICLE

R3-40

and End o

Legend
=+ Direction of travel

=2

e
HOV 2+ ONLY

‘ EXPRESS

(@)

(1
OR

HOV 2+ ONLY

(@)

EXPRESS
| LANE
ENTRANCE |

%, LANE

ENTRANCE |

EXPRESS LANE

HOV 2+ NO TOLL
R3-48a

EXPRESS

12

Chapter 2G — Preferential and Managed Lane Signs

Part 2 — Signs

LANE
ENTRANCE ENTRANCE
¥z MILE /o MILE

ENTRANCE
1 MiLE

ENTRANCE
1 MILE

FINAL DRAFT

Access-Restricted Priced Managed Lanes

Notes:

. Geometry is for illustrative
purposes only

. The minimum vehicle occupancy
requirement and hours of
operation on the sign may
vary for each facility

. See Chapter 3D for pavement
markings

4, Warning signs are not shown

. See Figure 2G-2(CA) for additional
regulatory signs.

. @

(1) All vehicles must have a
registered ETC account. Toll
discounts or exemptions through
a registration program might be
applicable for certain vehicles.

(2) All vehicles except HOV must
have a registered ETC account.
If registration is required for
non-toll travel by HOV traffic,
case (1) signing shall be used.

Barrier, buffer, or contiguous
access prohibition

% Barrier-separated
facilities only
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Figure 2G-25. Examples of Guide Signs for an Intermediate Egress
from a Barrier- or Buffer-Separated Managed Lane

Legend
=+ Direction of travel

—N—

Notes:

1. For an exit on the left-hand side
from a managed lane, the same
signing sequence would be used
with adjustments made to sign
messages

2. Geometry is for illustrative
purposes only; use locally applied
geometric criteria

3. See Chapter 3D for pavement
markings

4. Warning signs are not shown

[ ExPRESS LANE |l LOCAL EXITS |

EXPRESS |
LANE

i LOCAL EXITS )
1/2 mile . 28 10 34

200

[ LocAL EXITS |

® | LocaL ExiTs |

28 10 34
—- — Ledgewood | Y2 me |
/2 MILE

2 mie | [ Locar exrs |
LOCAL EXITS |
= @ 28 10 34
Ledgewood | 1 Me |
1 MILE
1-80
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Part 2 — Signs



California MUTCD 2011 Edition FINAL DRAFT Page 498
(FHWA’s MUTCD 2009 Edition, as amended for use in California)

Figure 2G-26. Examples of Guide Signs for Direct Managed Lane
Entrance and Exit Ramps

N NN NS

Legend

=+ Direction of travel

* For access-restricted
facilities; destinations
may be augmented
to accompany routes
on Interchange
Sequence signs
(see Figure 2E-31)

[ EXPRESS
LANE

Notes:

. See Chapter 3D for
pavement markings

. Sign locations are
approximate

- . The managed lane
Midvale could be

/2 MILE barrier-separated,
buffer-separated,
or contiguous
. See Figures 2G-28
and 2G-29 for
examples of signs
for the direct entrance
tot he managed lane
. from the crossroad
Midvale

1 MILE

EXPRESS EXITS

@ Midvale 2
215 32
B Downtown 12
| MANAGED _| e T
LANE (all exits displayed
. are to the left)
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Figure 2G-27. Examples of Guide Signs for a Direct Access Ramp
between Managed Lanes on Separate Freeways

1-25 SB
MANAGED LANE
RAMP TO I-76
EB MANAGED LANE
OR I-76 EB Legend
GENERAL

PURPOSE LANES = Direction of travel

EXIT

Notes:
1. See Chapter 3D for pavement
markings
2. Sign locations are approximate | hd
5. The managed lane could be
barrier-separated, buffer-separated,
or contiguous 12 mile | §
__.\J'\_
__\N.
e
1.. 1/2 MILE
__\]\__
_ﬂ\_._
1/2 mile T
% For access-restricted facilities Ll
T
__.\J\_.__
T—
1 mile
RIS [ exeress exrs I
; ol 125 2
1-25 SB \____\. Broadway 5 }

MANAGED LANE

Chapter 2G — Preferential and Managed Lane Signs FINAL DRAFT September 9, 2011
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Figure 2G-28. Examples of Guide Signs for a Direct Entrance Ramp to a Priced
Managed Lane and Trailblazing to a Nearby Entrance to the General-Purpose Lanes

—

ANV
SS3HdX3

EXPRESS
LANE

GENERAL

PURPOSE

et “*_____\ LANES 1

~ MANAGED
LANES ) IO

=5

-
—
—
—_—
Hartford

1-86
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Figure 2G-29. Examples of Guide Signs for Separate Entrance Ramps to
General-Purpose and Priced Managed Lanes from the Same Crossroad

=
OMLY

Wilmington

MANAGED
LANES

GENERAL
PURPOSE
LANES
Wilmington
NEXT RIGHT

Toll Pass LN g
o (o) ENEEE

Chester

% Multi-lane approach only

Wilmington
| JcT Va2 MILE |
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Table 2G-1. Managed and Preferential Lanes Sign and Plaque Minimum Sizes

2 Sign ; Conventional Road .
Sign or Plaque Designation Section Single Lane [ it Lans Expressway | Freeway | Oversized
Preferential Lane Vehicle
Occupancy Definition R3-10,10a 2G.04 30 x 42 30x 42 36 x 60 78 x 96 78 x 96
(post-mounted)
Preferential Lane Periods of -

Operation (post-mounted) R3-11 series 2G.05 30 x 42 30x 42 36 x 60 78 x 96 78 x 96
Motorcycles Allowed (plague) R3-11P 2G.03 30x15 30x 15 36x 18 78 x 36 78 x 36
Preferential Lane Ahead or :

Ends (post-mounted) R3-12 series 2G.06 30 x 42 30 x 42 36 x 60 48 x 84 48 x 84
Preferential Lane Vehicle

Occupancy Definition R3-13,13a 2G.04 66 x 36 66 x 36 B4 x 48 144 x 78 144 x 78

(overhead)

HOV Lane Periods of

Operation (overhead) R3-14,14a,14b 2G.05 72 % 60 72x 60 96 x 72 144 x 108 144 x 108
Preferential Lane Periods of

Operation (overhead) R3-14c 2G.05 90 x 60 90 x 60 108 x 72 156 x 102 168 x 102
HOV Lane Ahead (overhead) R3-15 2G.06 66 x 36 66 x 36 84 x 48 102 x 60 102 x 60
HOV Lane Begins XX Miles

(overhead) R3-15a 2G.06 78 x 42 78 x 42 102 x 54 132x 72 132x 72
HOV Lane Ends (overhead) R3-15b,15¢ 2G.07 66 x 36 66 x 36 84 x 48 102 x 60 102 x 60
Preferential Lane Ahead or

Ends (overhead) R3-15d,15e 2G.07 42 x 36 42 x 36 54 x 48 72 x 60 72 x 60
Priced Managed Lane Vehicle

QOccupancy Definition R3-40 2G.17 — — 54 x 66 54 x 66 66 x 78

(post-mounted)

Priced Managed Lane Ends = -

(post-mounted) R3-42,42b 2G.17 48 x 80 48 x 60 60 x 78
Priced Managed Lane Ends

Advance (post-mounted) R3-42a42c 2G.A7 — — 48 x 66 48 x 66 60 x 84
Priced Managed Lane Vehicle

Occupancy Definition R3-43 2G.17 = = 138 x 66 138 x 66 —
Priced Managed Lane Periods

of Operation (overhead) R3-44 2G6.17 e — 90 x 84 90 x 84 e
Priced Managed Lane Periods _ _ —

of Operation (overhead) R3-44a 2G.17 132 x 84 132 x 84
Priced Managed Lane Ends i _ _ _

(overhead) R3-45 2G.17 90 x 66 90 x 66
Priced Managed Lane Ends — — —_

(overhead) R3-45a 2G.17 114 x 66 114 x 66
Pr_li_gﬁdﬂl;ﬂgnaged Lane R3-48 2G.17 s — Varies Varies =
Pf}gﬁdﬁgﬁaﬂag“ Lane R3-48a 2G17 = = Varies Varies —
HOV (plaque) W16-11P 2G.09 24x12 24 x12 30x18 30x18 30x 18
Prgferenﬁal Lane Entrance E8-1 2G.10 —_ — 48 x 96 48 x 96 ==

ore 2
Preferential Lane Intermediate

Enitrafics. Gora E8-1a 2G.10 — — 48 x 84 48 x 84 —
Preferential Lane Entrance

Direction (overhead) E8-2 2G.11 —_ — 222x72 222 x 72 —_
Preferential Lane Entrance

Direction (post-mounted) E8-2a 2G.11 — — 186 x 108 186 x 108 —
Preferential Lane Entrance

RHiarce E8-3 2G.11 — — 186 x 96 186 x 96 —
Preferential Lane Direct Exit E8-4 2G.15 _ _ 60 x 78 60 x 78 _

Gore :

Preferential Lane Intermediate . .

Egress Direction E8-5 2G.13 — — Varies x 90 Varies x 90 —_
Preferential Lane Intermediate . .

Egress Advance E8-6 2G.13 — — Varies x 84 Varies x 84 —_

Notes: 1. Larger signs may be used when appropriate
2. Dimensions in inches are shown as width x height
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